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Abstract
In this topical review, the recent progress on radiation-hardened fiber-based technologies is
detailed, focusing on examples for space applications. In the first part of the review, we
introduce the operational principles of the various fiber-based technologies considered for use
in radiation environments: passive optical fibers for data links, diagnostics, active optical fibers
for amplifiers and laser sources as well as the different classes of point and distributed fiber
sensors: gyroscopes, Bragg gratings, Rayleigh, Raman or Brillouin-based distributed sensors.
Second, we describe the state of the art regarding our knowledge of radiation effects on the
performance of these devices, from the microscopic effects observed in the amorphous silica
glass used to design fiber cores and cladding, to the macroscopic response of fiber-based
devices and systems. Third, we present the recent advances regarding the hardening
(improvement of the radiation tolerance) of these technologies acting on the material, device or
system levels. From the review, the potential of fiber-based technologies for operation in
radiation environments is demonstrated and the future challenges to be overcome in the
coming years are presented.

Keywords: optical fibers, space, fiber-based sensors, radiation effects, fiber optic gyroscope,
rare-earth doped amplifiers
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AOCS Altitude and orbit control

ASE Amplified spontaneous emission
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ASPICS Application specific photonic integrated circuits

BPF Band pass filter

BOTDA Brillouin optical time domain analyzer

BOTDR Brillouin OTDR

CEA Commissariat à l’énergie atomique et aux
énergies alternatives

CERN European Organization for Nuclear Research

CL Cathodoluminescence

CML Confocal microscopy of luminescence

CNES Centre National d’Etudes Spatiales

CW Continuous wave

DE Double-ended

DFB D istributed feedback laser

DOFS Distributed OFS

EDRS European data relay system

EDFA Erbium-doped fiber amplifier

EDFS Erbium-doped fiber source

EDX Energy dispersive x-ray

EPR Electron paramagnetic resonance

ESA European Space Agency

EYDFA Erbium-ytterbium-doped fiber amplifier

EYDFS Erbium-ytterbium-doped fiber source

FBG Fiber Bragg grating

FOG Fiber optic gyroscope

FUT Fiber under test

GEO Geostationary Earth orbit

GLPC Germanium lone pair center

GCR Galactic cosmic rays

GSFC Goddard Space Flight Center

IR Infrared

ISS International Space Station

LADEE Lunar Atmosphere and Dust Environment
Explorer

LED Light emitting diode

LEO Low Earth orbit

LHC Large Hadron Collidor

LIDAR Light detection and ranging

LLCD Lunar Laser Communications Demonstration

LMJ Laser Mégajoule

MCVD Modified chemical vapor deposition

MEO Medium Earth orbit

MIRAS Microwave imaging radiometer with aperture
synthesis

MMF Multimode optical fiber

MOF Microstructured optical fiber

NASA National Aeronautics and Space Administration

NBOHC Nonbridging oxygen hole center

NIF National Ignition Facility

NSSDC NASA Space Science Data Coordinated Archive

OFDR Optical frequency domain reflectometry

OFS Optical fiber sensor

OTDR Optical time domain reflectometry

PBGF Photonic bandgap fibers

PbP Point-by-point

PCE Power conversion efficiency

PhM Phase mask

PIN Positive intrinsic negative

PMF Polarization-maintaining optical fiber

PM-LMA Polarization-maintaining large mode area

PSC Pure silica core

RDTS Raman distributed temperature sensor

REDFA Rare-earth-doped fiber amplifier

RF Radio frequency

RIA Radiation-induced attenuation

RI-BFS Radiation-induced Brillouin frequency shift

RI-BWS Radiation-induced Bragg wavelength shift

RIE Radiation-induced emission

RIP Refractive index profile

RIRIC Radiation-induced refractive index change

RT Room temperature

SAA South Atlantic anomaly

SBS Stimulated Brillouin scattering

SE Single-ended

SEE Single event effect

SMF Single-mode optical fiber

SMOS Soil moisture and ocean salinity

SNR Signal to noise ratio

STE Self-trapped excitons

STH Self-trapped holes

TID Total ionizing dose

TIR Total internal reflection

TNID Total nonionizing dose

UV Ultraviolet

WDM Wavelength division multiplexed

1. Introduction

There is growing interest in studying the potential of fiber-
based technologies for integration in harsh or severe envir-
onments, in particular those associated with radiation con-
straints. The considered environments can either be natural,
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such as space [1], or man-made such as those associated with
fusion-related facilities [2–4], nuclear power plants [5] or
high-energy physics facilities [6]. The first studies in the
1970s [7, 8] were mainly devoted to the characterization of
the transmission degradation of optical fibers under irradia-
tion, as this effect had been limiting their use for data transfer.
The origins of this degradation were investigated and the
radiation-induced attenuation (RIA) phenomenon, caused by
the generation of optically active point defects in silica-based
cores and the cladding of optical fibers [9, 10] was identified.
In this topical review paper, an overview of the main para-
meters influencing the RIA levels and kinetics is given,
explaining the observed differences in the radiation responses
of the various classes of optical fibers, and showing how, by
making appropriate choices during the fiber design and
manufacturing, it has been possible to conceive radiation-
tolerant or radiation-hardened optical fiber architectures for
almost all targeted applications. The recent results obtained
for rare-earth-doped optical fibers by coupling theoretical and
experimental approaches are detailed, as these active fibers
play a key role in the radiation response of fiber optic gyro-
scopes and the high-power fiber sources that are used, and
will be more widely exploited for inter- and intra-satellite
communications in the near future. More recently, radiation
vulnerability and hardening studies have been conducted to
evaluate the feasibility of using new generations of powerful
fiber-based sensors in various harsh environments. These
sensors are either point (FBGs) or distributed (Raman, Ray-
leigh or Brillouin), allowing a wide range of parameters, such
as temperature, strain, liquid level or dose, to be monitored.
An overview of the recently acquired knowledge is given,
highlighting the remaining scientific challenges and the
increasing impact of two other radiation-induced phenomena:
radiation-induced emission (RIE) and radiation-induced
refractive-index changes (RIRIC).

A variety of radiation environments exist. The principal
ones of interest are listed in table 1 and the main parameters
used to define such harsh environments are listed hereafter:

• Nature of particles: depending on the impacting particles,
the relative contributions of ionization and displacement
damage processes in silica differ [9, 11, 12] and so does
the radiation response of silica-based optical fibers [13].
Usually, for optical-fiber-based technologies, ionization
processes govern the radiation response [14, 15]. How-
ever, for environments associated with very high neutron
fluences (>1016 n cm–2) or heavy ions, a specific
displacement damage contribution clearly appears in the
optical and structural signatures of silica-based fibers and
glass [16–18].

• Total ionizing dose (TID): TID is expressed in gray (Gy),
and the dose corresponds to the quantity of energy
(1 Gy=1 J kg−1) deposited in the considered material. In
our case and throughout this review, Gy(SiO2) is then
used. An older unit is still widely used by a large fraction
of the radiation effect community and especially space
engineers, namely the rad: 1 Gy=100 rad.

• Dose rate: the dose rate corresponds to the speed of dose
deposition within the material. It is then expressed in
Gy(SiO2) s−1 for optical fibers. The dose rate strongly
varies between the studied harsh environments from 10−5

to 10−3 Gy h−1 in the case of space missions [19] up to
more than a GGy h−1 during the ignition shot at a
megajoule class laser facility [20].

• Temperature: for a number of applications, radiation is not
the sole constraint to consider when designing fiber-based
optical systems. The temperature of the irradiation will
strongly affect the device radiation response too. Tempera-
tures range from very low for space missions to high,
especially when considering the future generation of nuclear
power plants whose sensors must be able to operate at
temperatures as high as 800 °C for reactor core monitoring.

• Other constraints: many other constraints can also be
present. As an example, in nuclear waste storage facilities,
the waste will release hydrogen in the atmosphere [21]. This
gas presence has to be taken into account when evaluating
the performance of fibers or fiber sensors, as hydrogen
strongly interacts with silica-based fibers [22]. Another
example is possible operation in vacua, water or other
liquids instead of air. In the case of multiple constraints, a
vulnerability study that considers these mixed factors
simultaneously is yet to be done, as the interactions between
these various parameters are generally still too complex to
be modeled or predicted.

Describing all these environments is outside the scope of
this article. In the next paragraphs, we first recall the advan-
tages of using fiber-based technologies under irradiation and
then briefly review their possible space applications as well as
the radiation constraints associated with such programs.

1.1. Advantages of fiber-based technologies in such
environments

Silica-based optical fibers present a lot of advantages for
operation in these harsh environments. Of course, the well-
known advantages of optical fibers for telecommunications
are also interesting for applications that have to operate under
irradiation: their low attenuation level, high bandwidth,
multiplexing capability, etc [28]. In addition to these advan-
tages, others are more specifically operated in harsh envir-
onments. First, optical fibers are quasi-immune to most
electromagnetic perturbations as their core and cladding are
made of pure or doped silica glass, which is a dielectric
material. This advantage is crucial for data links or diag-
nostics operating in megajoule class lasers, as during ignition
experiments, very high parasitic currents will be generated in
the coaxial cables [20, 29]. Second, fiber-based devices are
usually lightweight, reliable, and crucially advantageous for
integration into a spacecraft or to reduce the amount of
nuclear waste in nuclear facilities. Third, with appropriate
coatings, optical fibers can resist high temperatures [30]:
telecom-grade acrylate-coated optical fibers can operate up to
80 °C, those with a high-temperature acrylate coating up to
180 °C, those with Ormocer up to 200 °C, and those with a

3

J. Opt. 20 (2018) 093001 Topical Review



Table 1. The main characteristics of radiation environments and targeted applications for fiber-based systems.

Environment of
interest

Nature of particles
(direct or
secondary) Dose range Gy(SiO2) Dose rate range Temperature range Main applications for fibers

References (and
references herein)

Space x-rays, γ-rays, pro-
tons, heavy ions,
electrons

Up to 10 kGy
(usually<1 kGy)

10−5 to 10−3 Gy h−1 −200 °C to 300 °C Data transfer, fiber lasers,
gyroscopes, fiber sensing

[19]

Large Hadron
Collider (LHC)

Neutral hadrons,
photons, electrons
and muons

Up to 100 kGy Up to 0.1 Gy h−1 Room temper-
ature (RT)

Data transfer, distributed sen-
sing (dose, temperature),
point sensing (humidity)

[23]

ITER γ-rays, neutrons Up to 10 MGy, up to 1018

n cm–2
1 kGy h−1 and 1012–1014 n (cm−2.s−1) From RT

to 400 °C
Data transfer, plasma diag-
nostics, sensing

[24]

LMJ, NIF γ-rays, x-rays,
14 MeV neutrons

<1 kGy >MGy s–1 RT Data transfer laser and plasma
diagnostics

[20]

Nuclear reac-
tor core

Neutrons, γ-rays GGy levels up to 1020 n
cm–2

Up to 1015 n (cm–2.s−1) From RT to up
to 800 °C

Fiber sensing (temperature) [25]

Nuclear industries γ-rays <10 MGy dose levels Up to 10 kGy h−1 From RT
to 400 °C

Sensing (temperature, liquid
level, etc)

[26]

Nuclear waste
storage

γ-rays Up to 10 MGy Up to 10 Gy h−1 From RT to 90 °C Data transfer, distributed
sensing

[21]

Medicine x-rays, protons 10 mGy to 50 Gy <1 Gy s−1 RT Radiotherapy, proton-therapy,
beam monitoring, dosimetry

[27]
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polyimide coating up to 300 °C. It is also possible to use
metal-based coatings, extending the maximal temperature of
operation up to 400 °C (aluminum, copper) and 800 °C for
gold-coated fibers.

1.2. Space environment

Spacecraft are exposed to a complex and aggressive
environment whose characteristics depend on the targeted
mission profile. Several review papers and short-courses have
been devoted to the description of space-associated con-
straints [1, 31] such as space debris, meteoroids, strong
thermal variations, vacua and energetic particles. The space-
craft, materials, devices and systems within them have to
survive these constraints without their performance
degrading.

As far as missions in Earth’s orbit are concerned, three
different environment profiles are distinguished:

• Low Earth orbit (LEO): altitude below 2 000 km, with
polar inclination. LEO is the standard orbit for Earth
observation satellites.

• Medium Earth orbit (MEO): altitude between 2 000 km
and ∼36 000 km at which most navigation systems
satellites are located.

• Geostationary Earth orbit (GEO): altitude of ∼36 000 km,
this orbit is mainly used for telecommunication satellites.

The energetic particles that affect fiber-based technolo-
gies mainly originate from three sources: galactic and extra-
galactic cosmic rays (GCR), solar energetic particles and
trapped particles. The relative contributions of these different
sources to the material or device degradation depend both on
the mission orbit characteristics and on the basic mechanisms
of the degradation associated with the tested device technol-
ogy. Fiber-based devices mostly degrade through ionizing

processes, and therefore, the role of solar particles and trapped
particles such as electrons and protons, has been shown to be
preponderant.

Indeed GCR, due to their high atomic number and high
energy, can strongly influence the amplitude of single event
effects (SEE) in microelectronics, but will have a negligible
impact on fiber-based systems as their associated flux of ∼4
particles cm–2 s–1 on average remains low, its intensity being
anti-correlated to solar activity.

Solar energetic particles, originating either from solar
flares or coronal mass ejections, as well as trapped particles,
may damage fiber-based systems. Both events generate pro-
tons, electrons, neutrons, γ-rays, x-rays and heavy ions. These
events are characterized by high fluxes of particles over a
short period of time. The event frequency is influenced by the
solar activity cycle, with a period of roughly 11 years. The
energies of these particles are variable, but are anyway softer
than GCR.

The Earth’s magnetic field keeps electrons and protons
trapped around the Earth, with the population distributions
illustrated in figure 1 [32].

Particle movement follows the magnetic lines and is
made of various components: drift, gyration and bounce. The
proton belt mainly concerns LEO orbits. In this region, the
main radiation effects are therefore TID and displacement
damage. The proton spectrum extends up to energies of
500MeV (larger energies are found in the core of radiation
belts), while for MEO and GEO, the proton energies remain
below 10MeV and a few MeV, respectively. Higher fluxes of
trapped protons are localized in geographic zones associated
with weaker magnetic fields, noted at both Earth’s poles and
at the south Atlantic anomaly (SAA). The SAA region is
associated with a lower magnetic flux due to the 11° tilt of the
magnetic field with regards to the Earth’s rotation axis, offset
by 500 km towards the north Pacific. MEO and GEO orbits

Figure 1. Near-Earth region magnetic field. Electron and proton populations are trapped in a gyration, bounce and drift movement. More
details about the space environment can be found in [32].
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are dominated by the electron belt, making materials and
devices especially exposed to risks related to ionizing dose
and charging effects here.

Radiation constraints also evolve with the technology. As
an example, recent technical progress has led to the use of
electric propulsion in GEO spacecraft, resulting in an
increased duration to reach GEO orbit and also a longer time
spent in radiation belts. This evolution is then accompanied
by an increase of the TID received during the satellite on this
orbit. Figure 2 presents the fluences of trapped (a) electrons
and (b) protons at different orbits and for varying mission
profiles [31]:

• Polar orbit (800 km), mission duration of 7 years
• International Space Station (ISS), mission duration of 10
years

• Medium Earth orbit (MEO), mission duration of 10 years
• Geostationary Earth orbit (GEO), mission duration of 15
years

To estimate the impact of these radiation contributions on
the performance of a mission profile, environment models are
mandatory. Such models have been developed by space
researchers. One can cite the AE8 and AP8 models for trap-
ped particles [33, 34]. These models were developed at the
Aerospace Corporation for the NSSDC at NASA/GSFC,
based on data from satellites flown in the 1960s and early
1970s. Improved models, the AE9 and AP9, are today under
validation [35–38]. In addition, some local models have been

developed to cover the issues encountered with the AE8 and
AP8, such as OPAL from ONERA, covering high-energy
protons at low altitudes [39] and IGE-2006, as specific
models covering electrons in GEO orbit [31]. ESCC-E-ST-
10-04 [40] from ESA intends to assist in the consistent
application of space environment engineering to space pro-
ducts through the specification of required or recommended
methods, data and models to the problem of ensuring best
performance, problem avoidance or the survivability of a
product in space. The modeling of trapped radiation around
other planets within the solar system, such as Jupiter, is today
a major challenge, since solar system exploration has become
a strong objective for space agencies [41].

The metrics used to measure the cumulative doses
deposited inside a material while exposed to space radiation
are TID and the total nonionizing dose (TNID). While the
TNID effect can be considered as negligible for optical fibers
in space, when those waveguides are exposed to TID, their
optical absorption increases due to the generation of radia-
tion-induced defects. Figure 3 illustrates the effects of alu-
minum shielding on the TID deposited inside Si-based
material [42–44].

As shown in figure 3, spacecraft shielding reduces the
TID at component level, however, a compromise between the
additional weight embedded on the spacecraft due to shield-
ing materials and the radiation effect on components such as
optical fibers always has to be attained.

1.3. Space applications for fiber-based technologies

Various fiber-based systems are already embedded in space-
craft, and the potential for the use of many more is currently
under investigation [45, 46]. The needs of these optical
technologies concern various applications for different mis-
sions. Usually, the systems developed in the framework of
space programs are defined as payloads. One example of
payload using optical fibers concerns the light detection and
ranging (LIDAR) system on the SWARM mission. This
LIDAR exploits a fiber laser emitting at 1082.908 nm, single
frequency (linewidth <30 kHz) and polarized. This system is
used to characterize the Earth’s magnetic fields [41]. Platform
equipment is also being used, such as fiber optic gyroscopes
(FOGs). Such equipment is based on the Sagnac effect, which
will be detailed later in this review and which uses various
classes of optical fibers, including rare-earth-doped optical
fibers (REDFs). Numerous FOGs, such as the Astrix® family,
are currently flying and present state-of-the-art perfor-
mance [47, 48].

Another main field of applications concerns optical
datalinks, both intra-satellite and inter-satellite (or in-orbit to
ground). Concerning intra-satellite datalinks, the data can
either be analog or digital. An example of the first case is the
microwave imaging radiometer with an aperture synthesis
(MIRAS) optical harness developed for the in-soil moisture
and ocean salinity (SMOS) mission. It distributes a 56MHz
clock signal to 69L-band receivers (carrier wavelength
1300 nm, Corning SMF28 fiber) [49, 50].

Figure 2. Trapped electron (a) and proton (b) fluences for different
mission profiles and orbits. Adapted from [31].
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Concerning inter-satellites or in-orbit to ground trans-
missions, we can cite the Lunar Laser Communications
Demonstration (LLCD) project. The LLCD consists of a
space terminal on the NASA Lunar Atmosphere and Dust
Environment Explorer (LADEE) spacecraft and three ground
terminals on Earth. Together, they demonstrate the feasibility
of transferring up to 622 Mbps of data from the Moon using a
space terminal of reduced weight, requiring less power and
occupying a volume smaller than comparable radio frequency
systems [51]. The EDRS (European Data Relay System)
accelerates the transmission of data from low-orbiting satel-
lites, such as the Sentinels, to the end-user on the ground.
This is achieved by locking onto satellites with a laser beam
as they pass below, and immediately relaying the information
to European ground stations via a high-speed radio beam [52].

The emerging fields of applications mainly concern data
transmissions. In telecommunications payloads, the intro-
duction of fiber-based systems could lead to some technolo-
gical breakthroughs. For inter-satellites and orbit-to-ground
transmissions, LLCD demonstrates concept feasibility and
some advantages. However, to take over RF systems, fiber-
based systems must be able to procure higher bandwidth and
therefore a good signal-to-noise ratio (SNR). High-power
emitting laser sources are required here, with a minimum of a
few Watts. The development of high-power erbium-

ytterbium-doped optical amplifiers (EYDFAs) represents the
main challenge for such applications. This aspect will be
discussed in more detail later in this review.

Another potential field of application for fiber-based
technologies is spacecraft monitoring with distributed optical
fiber sensors (DOFSs). These sensors can provide carto-
graphies of temperature, radiation and mechanical constraints
during missions. The huge potential of this DOFS technology
explains why the recent advances and future challenges
regarding radiation vulnerability and hardening are discussed
here—even though, to the best of our knowledge, these
devices have not yet been implemented in space missions.

2. Fiber-based technologies

In this chapter, we describe the operational principles and
characteristics of the fiber-related technologies that are today
characterized by irradiation in view of their integration into
harsh environments. We first review the various classes of
optical fibers, their main characteristics and the specifics
necessary to understand their radiation responses. Second, the
fiber Bragg grating (FBG) technology [53] is introduced, as
this temperature point and/or strain sensor is today the most
studied optical fiber sensor (OFS) under irradiation. Third, we
introduce the distributed OFS technologies that exploit one of
the light scattering phenomena (Brillouin, Rayleigh or
Raman) to convert the optical fiber into a sensing element
[54]. Combined with the reflectometry technique, these OFSs
open the way to distributed measurements of temperature,
strain [55, 56] or even radiation in harsh environments
[57, 58]. This part is then followed by a description of optical
devices exploiting the amplification properties of the REDFs
to provide optical sources or amplifiers such as erbium or
erbium-ytterbium-doped fiber sources (EDFS, EYDFS) or
amplifiers (EDFA, EYDFA) [59]. These devices are the key
elements of FOGs, which are a major example of space
technology ensuring the inertial navigation of satellites [60].
The operation principles of the FOG are then briefly
described.

There exists a large variety of optical fibers and not all
will be covered by this article, which is limited to those
having been evaluated under irradiation. In particular, we
focus the paper on silica-based optical fibers which guide
light by total internal reflection (TIR). This class of fibers
represents the quasi totality of the fibers studied in the last few
decades. However, some preliminary results regarding plastic
optical fibers (POFs) and infrared-material-based fibers can be
found in [61–65], respectively. Describing in detail the
operation principles of optical fibers is outside the scope of
the present review (see [28] for more details), but we recall
here the main TIR fiber characteristics that will play a role in
defining the performance of these waveguides when they are
exposed to radiation.

These components have an optical core, made of pure or
doped silica, with a refractive-index larger than that of the
surrounding glass known as cladding. To ensure the
mechanical hardness of the waveguide, silica material is

Figure 3. The total ionizing dose (TID) and (b) total nonionizing
dose (TNID) calculated for a simple geometry (solid sphere) as a
function of Al shielding thickness for the various mission profiles
presented in figure 2. Adapted from [31].
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embedded into the coating, usually a polymer such as acrylate
or polyimide, but it can also be done using a metal such as
copper, aluminum or gold to allow the fiber to be used at
higher temperatures. A typical fiber structure is given in
figure 4(a). To modify the glass refractive index and then tune
the fiber refractive-index profile (RIP) (see figure 4(b) for the
typical RIP of a telecom-grade optical fiber), the glass is
doped with chemical elements—or dopants—allowing the
silica index to increase (germanium, phosphorus, aluminum,
nitrogen) or decrease (fluorine, boron). Figure 4(c) illustrates
the 2D dopant distributions measured in two telecom-grade
fibers by electron microprobe analysis (EMPA). Such com-
positions allow the step-index single-mode fibers (SMFs),
such as the one in figure 4(b), to be defined. The control of the
fiber guiding properties, meaning the characteristics of the
allowed guided modes at the wavelengths of interest, is
achieved by defining its RIP. Knowing these profiles, the
radial power distributions of the guided modes can be cal-
culated. A 2D illustration of the fundamental LP01 mode has
been simulated with COMSOL Multiphysics and is given in
figure 4(d), and its radial distribution is compared in
figure 4(e) with the fiber RIP. An important outcome of this
comparison is that for SMFs only part of the light is guided
into the core—an evanescent part of this mode propagates in
the fiber cladding. The confinement factor (the ratio of power
confined in the core versus the cladding) depends on the RIP
but also strongly on the signal wavelength. As the wavelength
decreases, the confinement factor increases up to a certain
wavelength—the cut-off wavelength—where an additional
guided mode of higher order appears and the SMFs then

become bimodal (usually around 1.2 μm for telecom-grade
fibers). Figure 4(f) illustrates the two guided modes in the
same fiber at 980 nm.

From figure 4, it clearly appears that the radiation
response of an optical fiber will be complex. Indeed at the
material level, the differently doped layers constituting the
fiber can exhibit different radiation behavior, and the
contribution of each layer to the radiation-induced changes of
the fiber optical properties will depend on the fiber light
guidance properties too.

2.1. Classes of optical fibers and applications

Several classes of optical fibers can be distinguished in terms
of their radiation responses and application domains; their
main characteristics are listed in table 2. SMF and multimode
(MMF) optical fibers are of primary importance as they are
used for data transfer, diagnostics and sensing in harsh
environments. REDFs, or active fibers, are crucial too as they
allow IR-fiber-based lasers or amplifiers to be designed. This
class of fibers is particularly studied for space applications, as
RE-doped fiber amplifiers and sources (REDFA and REDFs)
are developed for a variety of optical functions [66], including
FOGs. The radiation response of polarization maintaining
optical fibers (PMFs) is of interest too, especially for space
and military applications, as they are a key component of the
FOG Sagnac coil. Since 2000, various architectures of
microstructured optical fibers (MOFs) have become com-
mercially available. Some of those still guide light by TIR,
and they usually consist of a silica-based core surrounded by

Figure 4. An illustration of (a) a telecom-grade SMF structure, (b) the RIP of this fiber, (c) 2D chemical analysis of this fiber by electron
microprobe analysis, (d) a COMSOL simulation of the fundamental mode at 1550 nm, (e) a comparison between the RIP and the radial
distribution of the LP01 mode, (f) radial distributions of the allowed LP01 and LP11 modes at 980 nm.
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cladding microstructured with longitudinal holes. The interest
in this class of optical fibers is that it can be made with a
unique glass, e.g. pure-silica, be endlessly single-mode or
have a large mode area for high-power devices [67]. It is also
possible to use a photonic band-gap effect to guide the light in
a fiber with an air core and microstructured cladding [68]. In

this case, the main interest is to have up to 98% of the light
guided in air (or in another gas). If this last fiber appears very
promising for operation under steady-state γ-rays [63], the
cost of this technology still appears to be too high and its
reliability too low for consideration as the principal candidate
for most radiation-oriented applications.

Table 2. The main characteristics of silica-based optical fibers considered for integration in radiation environments.

Fiber categories
Typical core
diameter Typical cladding diameter SEM or EDX picture

Key references about their
radiation response

Telecom and OFS
grade SMF

<10 μm 125 μm [69–78]

Telecom and OFS
grade MMF

From 50 to
100 μm

125 μm [69, 71–74, 76–85]

REDFs <10 μm 125 μm, ErYb fibers can have a
double clad (DC) structure

[85–94]

PMF <10 μm 125 μm [74, 95–97]

MOF <20 μm 125 μm [98–100]

PBGF <10 μm 125 μm [18, 63, 64]

9

J. Opt. 20 (2018) 093001 Topical Review



2.2. Point sensors: fiber Bragg gratings

FBGs consist of a periodic perturbation of the core refractive
index associated with a period (Λ) typically from 0.5 μm up
to a few μm. Such a structure couples light from a forward-
propagating mode to the backward counter-propagating
mode. The coupling occurs at specific wavelengths, named
Bragg wavelengths. These wavelengths are defined by
equation (1) [101]:

n

m

2
1Bragg

effl =
L

( )

where neff is the effective refractive index of the propagating
core mode and m is an integer number, called order. So, the
transmission and reflection spectra of an FBG show a narrow
dip or a narrow peak centered at λBragg, respectively, as
shown in figure 5.

2.2.1. FBG inscription technique. Since the first observation
of an FBG in 1978 by Hill et al [102], several techniques have
been developed and optimized for grating fabrication. The
most used today are the point by point (PbP), the phase-mask
(PhM) and the free space interferometry technique. The first
one was established by Malo et al, in 1993 [103]. The PbP
technique consists of generating each grating fringe, one after
the other, by focusing the laser light at a point of the core,
locally increasing its refractive index, and finally by
translating the fiber or the laser beam by a distance
corresponding to the grating period Λ, parallel to the fiber
axis. The other common technique was developed by Hill

et al in 1993 [104]. This one uses a phase-mask (PhM) made
with a material transparent to the laser wavelength and with
one-dimensional surface relief. For the FBG inscription, the
fiber is placed almost in contact with the PhM, with the
grating corrugations normal to the fiber axis, while the PhM is
perpendicular to the laser beam. The PhM spatially modulates
the phase and diffracts the laser beam by forming an
interference pattern, which causes a refractive index
modulation in the fiber core. Indeed, the FBGs written
through the PhM technique are highly reproducible, but at a
well-defined and fixed spatial period, implying the use of a
specific PhM for each grating architecture. To overcome this
last constraint, more flexible methods have been identified to
produce interference patterns, such as Lloyd’s mirror.
However, the fine reproducibility of the final FBG is
somehow difficult to control. For both techniques, the
inscription laser beam can be emitted in the ultraviolet
(UV) or infrared (IR) spectral regions. However, whereas UV
light can be a continuous wave or pulsed in the time domain
of a nanosecond or femtosecond, the IR laser pulse duration
has to be a picosecond or femtosecond to efficiently produce
FBGs in silica-based fibers. Due to the small energy of the IR
photons, the phenomena originating the gratings can only be
multi-photons, and consequently a high power density is
required.

2.2.2. FBG-based sensors. FBGs are efficient strain and
temperature point sensors [105]. Indeed, the Bragg wavelength

Braggl depends linearly on the axial strain (ε) applied to the

Figure 5. The schema of an FBG written in an SMF. As an example, the white light spectrum of the source injected inside the fiber core and
the measured transmission and reflection spectra of the FBG are illustrated. At the center of the figure the FBG is schematically represented as
a modulation of the refractive index as a function of the fiber axis. The three main parameters to define an FBG are given: Bragg wavelength,
FBG peak amplitude and width.
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waveguide with no evidence of the hysteresis effect, as reported
in equation (2) [101]:

C . . 2Bragg Bragg
unstrainedl e l e= + e( ) ( )

Typically, the strain sensitivity (Ce) of a grating with a
Bragg wavelength peaking at 1550 nm is about 1 pm με–1.
The grating temperature response, instead, is linear only over
a small range of about 100 °C around RT:

T T C T T. . 3Bragg Bragg T0 0l l= + -( ) ( ) ( ) ( )

The temperature sensitivity CT is about 10 pm °C–1 for a
bare grating at 1550 nm and is not significantly dependent on
the FBG type [106]. However, this coefficient depends on the
pre- or post-treatment the FBG undergoes [107], and, above
all, on the selected fiber coating and packaging. For example,
this sensitivity coefficient CT can be increased by embedding
the FBG in a metal plate or by using a metal coating: the
thermal expansion of the metal transfers a strain to the fiber
core, which affects the period and also the refractive index
through the thermo-elastic effect [108].

Consecutive thermal treatments can nevertheless entail
hysteresis. As demonstrated by several studies—performed
above all on the most classical grating type, known as type I
UV-FBG—during thermal treatment a grating can undergo
degradation, which manifests itself as a reduction in the peak
reflectivity and bandwidth as well as a Bragg wavelength shift
towards the blue. During treatment, the decay is first rapid and
then the rate decreases. A few models [109, 110], depending
on the pre-treatment performed on the gratings, have been
proposed to explain this degradation and allow the determina-
tion of recipes to obtain a stable FBG for application
requirements. If the FBG has to be stable at the temperature
TO for an operating time tO, after its inscription it has to
undergo treatment at an annealing temperature TA, higher than
TO, with a duration tA that depends on the grating type and the
parameters TO, tO and TA [110]. The first model was proposed
by Erdogan and only applies to gratings written in H2-free
fibers [109].

2.2.3. FBG classification. The first classification of FBGs
separates them into two main groups, known as type I and
type II, according to the basic mechanisms governing the
FBG inscription. This classification is completed by
specifying the spectral domain of the inscription laser,
either UV or IR, as shown in figure 6.

The fabrication of type I gratings results from color
center or point defect formation. These gratings cannot
withstand operation temperatures higher than 600 °C, since at
such temperatures all the defects at the origin of the refractive
index periodic modulation nmodD are bleached. During the
inscription, neff and nmodD increase and consequently Braggl
shifts towards the red, while the FBG peak reflectivity and
width increase [111, 112].

A type I-UV FBG inscription is only possible thanks to
the photo-sensitivity of the silica-based matrix of the fiber
core. To ensure sufficient photosensitivity, the core has to be

doped with specific elements, such as Ge. In germanosilicate
fibers, the FBG formation is associated with the generation of
some specific Ge-related defects such as GeE’ and GeH
centers [113]. To further increase the fiber photosensitivity,
H2-loading can be performed before the grating inscription.
For this, the selected fiber is maintained in a vessel containing
the gas and ensuring its diffusion into the silica matrix at
kinetics fixed by the fiber geometry, the selected pressure and
temperature. The induced refractive index increase ranges
between 10−5 and 10−3 for H2-free Ge-doped fibers, whereas
it reaches 10−2 for H2-loaded ones [102].

Type I-IR FBG inscription only occurs for a pulse peak
intensity beyond a threshold, since the refractive index
increase is induced by multi-photon processes. This threshold
depends on the fiber composition, the selected writing
technique, the laser system alignment accuracy and other
laser-related parameters. This threshold is at about 2 1013´
W cm–2 (femtosecond laser operating at 800 nm) for a Ge-
doped fiber with the PhM technique [114, 115]. When the
pulse energy, and consequently the pulse peak intensity,
increases beyond a threshold, type II FBGs are written. The
growth rate of these FBGs is faster than that of type I.
Moreover, they exhibit higher reflectivity and a larger peak
width, resulting in a reduction of the effective grating length
(typically from a few mm to 2 cm). These type II gratings are
more thermally stable than type I but have reflection spectra
of lower quality [116, 117].

The origin of type II-UV gratings is the laser damage
induced at the fiber core-cladding interface [116], whereas for
type II-IR FBGs, it is assumed to be related to be silica
densification induced by femtosecond radiation at a high
power density. As an example, the pulse peak intensity
threshold is at about 5 1013´ W cm–2 (a femtosecond laser
operating at 800 nm) for a Ge-doped fiber and the PhM
technique [117].

Concerning the UV-FBGs, two other groups can be
highlighted:

• Type IA FBGs are written in highly photosensitive fibers,
such as hydrogenated Ge-doped or B/Ge co-doped
optical fibers, after prolonged UV exposure. They exhibit
a large red-shift of the central wavelength during
inscription. Such a shift can be associated with a large
increase of the mean refractive index of the core, of about
2 10 2´ - [118].

• Type IIA FBGs are regenerated gratings written in highly
Ge-doped, B/Ge or Sn/Ge co-doped fibers, with or

Figure 6. FBG classification.
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without H2-loading and characterized by a UV-light-
induced negative refractive index change [119]. By
increasing the accumulated laser energy on a pre-existing
type I grating [120] or by subjecting the latter to a thermal
treatment at a high temperature such as 700 °C [121], the
type I grating is erased, until the starting point of the
regeneration process is reached. A new grating will then
appear with a blue-shift of the initial central wavelength.

Type IA gratings show lower temperature stability than
type I, whereas type IIA gratings have better stability at high
temperatures than type II. Finally, among type II-IR gratings,
a particular group can be isolated, known as void-FBGs.
These are PbP gratings written by focusing the femtosecond
IR laser at successive positions along the fiber. Around the
area where the laser is focalized, the silica refractive index
increases, whereas in the center it decreases in such a way that
a micro-void is assumed to form in the core and that this void
is surrounded by high-density silica [122]. The void-gratings
exhibit the same high thermal stability of type II FBGs [123].

2.3. Distributed sensors

2.3.1. Operational principles. The laser light injected into a
silica-based fiber can be transmitted, absorbed or scattered by
the material. Two types of scattering, illustrated in figure 7,
are distinguished [124]:

• Elastic, if the scattered and incident lights have the same
wavelength; this is the case, for example, for Rayleigh
scattering and Fresnel reflections [125].

• Inelastic, if a wavelength change is recorded, as is the case
in Raman and Brillouin phenomena. When the scattered
photon has a frequency ( Sn ) lower than the incident proton
( 0n ), because the latter gives energy to the system, the
scattering is known as Stokes; if the scattered photon
absorbs energy from the system, it will have a frequency
( ASn ) that is higher than the incident proton, and in this
case the scattering is known as anti-Stokes.

The silica properties differ when the environment
surrounding the fiber changes. Local temperature, strain,
vibration or acoustic wave changes will affect the scattered

signals in a predictable way. Then, by measuring the
modifications of the Rayleigh, Raman or Brillouin signatures,
the evolution of external constraints applied to the waveguide
can be monitored. DOFSs are able to probe numerous points
along the fiber length, by recording the intensities of the
signals scattered from different fiber parts. To identify which
position corresponds to the acquired scattering trace, most of
these sensors are based on reflectometry techniques, such as
optical time domain reflectometry (OTDR) [126]. A typical
DOFS scheme is given in figure 8.

A pulsed signal is injected at one end of the fiber and
guided along the waveguide. After interaction with the silica
material, the backscattered signal is recorded; the time ‘t’
needed by the incident signal to reach a point at a distance z
along the fiber and by the backscattered one to go back to the
interrogator allows the position z to be determined, through:

z
v t

2
4

g= ( )

where vg is the group velocity of propagated light. Conse-
quently, for this technique, the spatial resolution directly
depends on the pulse width duration; i.e. a 10 ns pulse is
associated with a spatial resolution of ∼1 m.

2.3.2. Rayleigh-based DOFS. Rayleigh scattering is an elastic
phenomenon caused by random fluctuations in the RIP, due to
small variations in density or dopant concentration. Each fiber is
characterized by its own Rayleigh signature or trace, giving the
backscattered light amplitude as a function of distance. Such a
signature is random and static but locally changes when an
external stimulus, such as temperature or strain, is applied. This
is the basis of the operation principle of a Rayleigh-based
DOFS: a temperature and/or strain variation applied to a
segment of the fiber length can be measured by comparing the
Rayleigh signatures acquired before (reference) and after
applying the constraint.

Different techniques to measure the backscattered
Rayleigh signal exist:

• The simplest one is the OTDR, which measures the
backscattered signal intensity [126]: the external para-
meter value is obtained by the ratio of the scattered
intensity in the new state and in that of [127]. For
example, for temperature sensors, this ratio linearly
depends on temperature with a sensitivity of about
0.015% °C–1 between RT and 800 °C.

Figure 7. The spectrum of the scattered signal as a function of the
frequency. 0n is the frequency of the incident light.

Figure 8. Schema of an OTDR.
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• A very efficient technique is the optical frequency domain
reflectometer (OFDR) [128]. In this case, the light of a
tunable laser source is injected into the two arms of an
interferometer: the reference light is split between the two
orthogonal polarization states, while the light in the
measurement arm is reflected from the fiber under test
(FUT). Analysis of the interference patterns between the
measurement light and the two polarization states leads to
a complex reflection coefficient of the FUT as a function
of wavelength. Finally, the Rayleigh scatter as a function
of length is calculated via a Fourier transform.

To measure an external parameter, the two Rayleigh
scatter functions recorded on a short fiber segment in two
different states, for example at RT and at another temperature,
and the Fourier transform in the frequency domain have to
undergo a cross-correlation, whose result is a peak. The shift
of this peak is proportional to the temperature or strain
variation, according to equation (5):

C T C. . 5T
l
l

n
n

e
D

= -
D

= D + De ( )

where CT is the temperature coefficient, of about
6.5×10−6 °C−1, Ce is the strain coefficient, of about
0.8 με−1 for a germanosilicate fiber, and TD and eD are
the temperature and strain variations, respectively.

2.3.3. Brillouin-based DOFS. Brillouin scattering is the
inelastic scattering of a photon from fluctuations in the
density of the medium, with the creation (Stokes component)
or the annihilation (anti-Stokes component) of an acoustic
phonon. The frequency of the scattered light is shifted with
respect to the excitation line by a quantity named the Brillouin
frequency and defined in equation (6) [129]:

n V2
6B

eff a

0
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l
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where neff is the effective refractive index of the propagating
mode, Va is the acoustic speed of silica (about 5800m s−1),
which depends on the density, and 0l is the wavelength of the
incident light. The Brillouin frequency of a silica-based fiber
ranges from 9 to 13GHz, depending on its composition and its
RIP. Since the acoustic speed depends on temperature and strain,
a variation of these external parameters gives rise to a Brillouin
frequency shift ( BnD ). The relationship between BnD and the
temperature variation TD or a strain eD is linear, indeed:

C T C 7B Tn eD = D + De ( )

where Ce and CT are the strain and temperature coefficients, of
about 0.05MHz με−1 and 1MHz °C−1, respectively, for a
germanosilicate fiber.

Different techniques allow the Brillouin frequency to be
measured. The Brillouin optical time-domain reflectometry
(BOTDR) is a single-ended (SE) device, indeed as for all
OTDRs, a laser pulse is injected into a fiber end and the
spontaneously backscattered signal is detected by the same
fiber end. Another technique is based on the stimulated
Brillouin signal and is called Brillouin optical time-domain

analysis (BOTDA) [130]. This device is double-ended (DE);
indeed a pulsed light and a continuous light counter-
propagate in the fiber and interact in order to create a beat
pattern, which causes a periodic fluctuation in the density and
consequently an acoustic wave. By scanning one of the two
frequencies, one of the beams will be amplified when the
difference between the frequencies of the two signals
coincides with the Brillouin frequency.

2.3.4. Raman-based DOFS. Raman scattering is inelastic
scattering, due to the interaction of a photon on molecules
with the creation and annihilation of an IR phonon [131]. The
phonon that is emitted or absorbed, respectively in Stokes and
anti-Stokes Raman scattering, has a frequency nD of about
1.3×1013 Hz for the fused silica.

Raman-based DOFSs are not sensitive to strain and
measure only temperature. Indeed, the cross sections for
Stokes and anti-Stokes scattering depend differently on the
temperature T. Consequently, this sensor operational principle
is based on the intensity ratio of the anti-Stokes signal to the
Stokes signal, R T z, ,( ) which depends on the position along
the fiber length z and on the temperature T at such a point,
according to equation (8) [132]:
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where kB is Boltzmann’s constant. The first factor takes into
account the different frequencies of the anti-Stokes and
Stokes signals, ASn and ,Sn respectively; the second one
contains the dependence on the temperature, whereas the last
one includes the differential losses, due to the different
attenuations α at the two frequencies of the two signals. In the
absence of ionizing radiation, the differential losses are
constant, so they can be neglected. Therefore, the temperature
can easily be calculated by comparing the ratio R T z,( ) at
point z at an unknown temperature T, with the one recorded at
a reference temperature (T0):
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2.3.5. Performance of various DOFS technologies. Table 3
compares the performance of different DOFSs in terms of
spatial resolution, sensing range, strain and/or temperature
measurement accuracy. The table gives typical values,
accessible at the time at which these technologies were
evaluated under irradiation; however, more detailed studies on
these performances have recently been published [133, 134].
As the development of DOFSs is a very active research field,
performance is continuously optimized, thanks to the building
of new sensor architectures and signal processing approaches.
An important remark is that for most of today’s applications in
harsh environments, it appears to be mandatory to combine at
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least two technologies to simultaneously measure the strain and
temperature distributions on two different fibers [135].

2.4. EDFA and EDFS

2.4.1. Applications for RE-based devices. During the last
decade, a revolution in the space industry has been observed.
New space launch ventures such as Space X, Virgin Galactic
and Blue Origin and advances in nano-satellites, such as the
CubeSat, are bringing the focus back to the space industry.
This revolution is well underway, and private companies,
national space agencies and governmental organizations are
investing in the design of new satellite constellations that aim
to answer specific scientific questions covering a broad range
of fields including weather and climate on Earth, space
weather and cosmic rays, planetary exploration and much
more. Moreover, giants such as Virgin, QualComm, Space X,
Google, Airbus, Samsung and LeoSat are placing big bets on
new mega-constellations in LEO to provide broadband
Internet service around the world, Internet connectivity in
remote or underserved areas, as well as the most secure and
high-performance data network on Earth [136–140].

Observation and scientific missions will require larger
data transfer capacity. As an example, Earth-viewing systems
and planetary probes can generate a lot of image data to be
exchanged between more remote spacecraft and the ground
stations on or near Earth. Such data transfer has to be done at
the appropriate time of request and within brief time slots,
resulting in a high data transfer rate. Moreover, the next
generation of fast Internet will be based on new satellite
systems requiring high-speed inter-satellite links. In this
context, and considering that the desired data volumes cannot
be accomplished using the available radio links, photonic
technologies have become of great interest for the space
payload [141]. In particular, since they enable a high data
rate, secure links, decreased mass, size and electrical power,
fiber optics systems are beginning to penetrate satellite
technologies and they are expected to play a critical role in
next generation space missions bridging the gap addressing
different applications, including on-board photonic signal
handling and processing.

Recent and planned developments of spaceborn optical
communication systems are based on the eye-safe 1.55 μm
telecom wavelength window. This wavelength allows low-
loss transmission through both the fiber and the atmosphere.
Moreover, it makes possible the use of suitably designed
terrestrial high-bandwidth photonic components as well, as it

enables link capacities to be scaled by employing wavelength
division multiplexed (WDM) technology. In order to leverage
significant investment and the reliability heritage of terrestrial
telecommunication systems, there is a strong motivation to
use Er3+−doped (EDFA) or Er3+/Yb3+−codoped (EYDFA)
fiber amplifiers and sources (EDFS) as an integral part of
space optical communication terminals to boost and generate
the optical signal and to enable long reach in free-space
[142–147]. Moreover, optical fiber amplifiers are expected to
be used to compensate for insertion losses between functional
blocks of the payload.

2.4.2. Architecture of REDF amplifiers. In the context of
space optical communications, there is no station between
the transmitting and receiving terminals. So, a transmitter
operating at 1.55 μm should be able to provide a stable
average output signal power of several watts (>5W) during
long-term space missions. Figure 9 illustrates the scheme
of a high-power laser transmitter for space communication
[148–150]. The seed laser is a high-power 1.55 μm distributed
feedback laser (DFB) operating in the continuous wave (CW)
regime [151]. Pulses can be generated using an external
intensity modulator (INT mod) with a high extinction ratio.
A pulse-shaped control section is directly connected to
the modulator to provide a wide range of pulse position
modulation formats with the pulse duration typically ranging
from 0.5 ns to 8 ns, and a low duty cycle essential to ensure
high pulse energies. Moreover, since at a low pulse repetition
frequency the pulse energies are near the saturation value, it is
important to correct the corresponding pulse energy variation
through a pre-pulse shaping function delivered by the control
device. A low loss phase modulator (PHS mod) is used to
control the laser linewidth at values lower than 6 GHz. This
signal processing is indispensable for suppressing the
stimulated Brillouin scattering (SBS) that occurs at longer
pulse durations.

Depending on the mission scenario, the amplifying
section can be designed using one or two sub-units in
cascade connection. For short-range (<2000 km) high-speed
LEO-to-ground downlinks, only one mid-power booster
amplifier is used to directly amplify the output of the laser
transmitter. For long-range (>30 000 km) GEO links, a mid-
power booster amplifier (AMPL1) is used to pre-amplify the
transmitter signal and to saturate the cascaded high-power
amplifier (AMPL2). The mid-power booster amplifier is
typically an EDFA pumped by an uncooled single mode

Table 3. The main characteristics of DOFSs.

Scattered signal Technique Spatial resolution Sensing range Temperature accuracy Strain accuracy

Rayleigh OTDR 1 m ∼100 km 15 °C
OFDR From 1 cm to 10 μm From 2 km to 10 m 0.1 °C 1 με

Brillouin BOTDR 1 m ∼20–50 km 10 °C 60 με

BOTDA <50 cm ∼100 km 1 °C 20 με

Raman OTDR <50 cm ∼100 km 1 °C —
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980 nm pump laser diode (SM-pump1). This amplifier should
be designed to achieve a low noise figure (∼5 dB) and the
high amplification gain of a small signal (>30 dB) in the
wavelength range 1540–1560 nm. The polarization indepen-
dent isolator (Isol1) has to be placed at the input to minimize
the degradation of the noise figure and to prevent optical
feedback reflections that could result in lasing. Moreover, a
very high inversion level can be accomplished by using a
short segment of erbium-doped fiber and 980 nm pumping.

The high power requirement (output signal power >5W)
is difficult to satisfy using EDFA since various nonlinearity
impairments result in serious gain-saturation problems in both
the C-band and L-band, especially when the output power
increases. Co-doping with ytterbium Yb3+ sensitizer ions
could be an effective way to solve problems concerning the
delivery of high output power. In fact, the presence of Yb3+

ions makes an efficient indirect pumping mechanism possible
for erbium ions, and reduces the formation of Er3+ clusters
and cooperative upconversion processes among Er3+ ions,
extends the range of the possible pump wavelength band
between 800 nm and 1100 nm, and increases pump absorption
by providing a peak absorption around 975 nm that is two
orders of magnitude larger than the nonsensitized one.
Moreover, considering that core pumping is not applicable
to multiwatt amplifiers, double cladding fiber geometry is
required (see illustration in table 2). Such a technique allows
the propagation of much larger optical pump powers
delivered by low-cost multimode pump diodes, without
exciting nonlinear effects, as well as reducing the thermal
loading density. Starting from these considerations, the high
power amplifier (AMPL2) exhibits Er/Yb polarization
maintaining a large mode area (PM-LMA) fiber amplifier.
The use of a PM-LMA fiber is essential to achieve the
required very high peak power and SBS free operation. A
narrow band pass filter (BPF) is used to suppress the
amplified spontaneous emission (ASE) generated during
Stage1 ensuring the clean seeding of Stage2. The AMPL2
is pumped by multimode laser diodes (MM-pump2) operating
at a wavelength within the range 915–940 nm. A high power
and low loss multimode pump combiner (MM combiner) is
used to launch the pump signal into the AMPL2. Moreover,
pumping in a backward propagating configuration should

enable a lower ASE and hence increase the signal power in
the output. Finally, a low-loss high-power polarizer collima-
tor (CL) should be designed to ensure an output beam quality
M2<1.1.

2.4.3. Space constraints on REDF amplifiers. In contrast to
terrestrial-based systems, the design and development of
components and systems based on rare-earth-doped fibers for
space applications require special treatment to face a number
of challenges and performance trade-offs. In fact, because
repairs cannot be made in space and the investments are
enormous, meticulous analysis, study and testing need to be
performed during each phase characterizing the whole
construction process. Such activities are essential to eliminate
expensive surprises after launch and to ensure that operational
performance objectives are met. Very thorough and special
tests need to be performed on the individual components and
subsystems as well as the complete communication system,
both separately and integrated, in the lab and under real-use
conditions. It is well known that due to exposure to ionizing
radiation, the long-term EDFA and EYDFA characteristics will
deteriorate when they operate in the space radiation
environment. As a result, a number of design challenges,
including severe attenuation and performance degradation due
to radiation, have to be taken into account during amplifier
design and definition of the optimum parameters (pump power,
fiber length, erbium and/or ytterbium concentration, etc).
Moreover, in the case of booster and power amplifiers, the
development of devices with high power conversion efficiency
(PCE) is of prime importance. In fact, considering that satellite
resources are typically well-defined and restricted, the design
of fiber amplifiers for space applications has to comply
with spacecraft electrical power resource specifications and
component de-rating requirements. In this context, the
availability of accurate numerical models is an invaluable
tool (i) to evaluate the suitable amplifier configuration for
controlling unwanted degradation mechanisms due to fiber
exposition to ionizing radiation, (ii) to correctly predict the
amplifier performance in terms of efficiency and power scaling
capability, (iii) to maximize the PCE through optimization of
the amplifier topology, pumping configuration and fiber
parameters as numerical aperture, core size, fiber length,

Figure 9. A schematic of the transmitting system based on optical fiber amplifiers.
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cladding geometry and dopant concentration [143–146].
Moreover, the amplifier topology has to be engineered
according to the wavelength channel plan and noise
performance to achieve optimal trade-off between optical
performance and electrical power requirements [148, 149].

Although radiation can degrade optical fiber perfor-
mance, thermal loading inside the fiber can become a serious
problem in booster and power amplifiers. Moreover, since
higher optical signal attenuation improves heat generation,
the radiation can further induce dramatic impairments of the
amplifier in terms of efficiency, gain and noise figures. On
the other hand, quantum defects due to the amplification of
the 1550 nm signal using a 980 nm pump source generates
further heat accumulation, which can became a serious
concern, especially when high-power optical signals transit
through short fiber amplifiers. The increased heat load has a
number of undesirable consequences resulting in the
deterioration of amplifier performance. As a consequence,
the design and development of the optical fiber amplifiers has
to comply with further constraints due to heat dissipation.
This means that a specific functional test validating the
thermal design of the unit has to be defined with the aim of
demonstrating stable operation over the required module
temperature range. Again, the quantum defect of the
mismatch in the pump-to-signal wavelength still ultimately
limits the potential for higher efficiency in the amplifier,
which is the main power draw in a fiber laser. So, to
overcome these drawbacks a new paradigm is required. The
recent development of high-power fiber-coupled pump diodes
at 1480 nm and 1530 nm offers the potential for significantly
improved fiber amplifier power efficiency, and hence fiber
laser transmitters in general [152]. However, their maturity
and reliability has not yet been demonstrated at levels
comparable to 980 nm pump diodes.

In conclusion, the requirements of high reliability and
robustness make the evaluation of optical fiber boosters and
power amplifier vulnerability to radiation a crucial point to be
considered for ensuring system functionality over the satellite
lifetime. Thus, the end-of-life performance has to be carefully
defined in the context of mission environment constraints as
well as the mission’s operational specifications.

2.5. Fiber-optic gyroscopes

FOGs provide rotation speed measurements [153, 154]. When
this technology is associated with accelerometers, FOGs can also
provide inertial positioning, which is a crucial parameter in the
monitoring of satellites. In space, various grades of gyroscope
are used in a large variety of missions requiring measurement
precision ranging from 1° h–1 to 0.0001° h–1. Some examples of
FOG usage, sorted by gyroscope precision, are tele-
communication satellite spin control, altitude and orbit control
(AOCS) for electric propulsion and deep space exploration,
AOCS for planetary landing, scientific satellite orientation, sci-
ence missions, and Earth and space observation satellites. FOGs
exploit the Sagnac effect [155, 156]: light traveling along a
closed ring path in opposite directions allows the rotation to be
detected with respect to inertial space (figure 10). Over one turn,

as in the original experiment 104 years ago [157], the effect is
extremely weak, but it can be increased using the numerous
loops of a fiber coil as this Sagnac effect is proportional to the
apparent surface of the coil. To fully exploit this cumulative
behavior, modern commercial FOGs contain up to several fiber
kilometers per coil [153].

The modern principle of FOG operation is the continuous
tracking of the interferometric fringe position [154], which
evolves with the coil’s rotation rate. Modern FOG architecture is
displayed in figure 11 and its basic subparts are listed hereafter:

• A broadband 1550 nm optical amplified spontaneous
emission (ASE) source including a 980 nm pumping laser
diode and an active Er-doped fiber [158, 159]. For a low to
medium FOG performance, a superluminescent semicon-
ductor diode at either 1.5 μm or 1.3μm can be used as a
cheaper and smaller replacement [160].

• Passive optical components such as couplers and isolators.
• A lithium niobate optical phase modulator, in an
integrated-optic Y junction form [161, 162].

• A polarization-maintaining optical fiber coil of up to
several kilometers [163].

• A high quantum efficiency PIN photodiode to convert the
optical power returning from the interferometer into an
electric signal.

• A digital electronic achieving a servo loop to track the
optical fringe [164]. The two following parameters are of
particular interest:
The fiber coil’s optical spectrum transfer function and the
erbium ASE optical spectrum; any mean wavelength
modification at the detector’s end linearly affects the
FOG scale factor.
Fiber attenuation as the FOG noise rises while the optical
power at the detector’s end decreases.

3. Radiation effects on fiber-based technologies

Radiation effects on optical fibers have been investigated for
more than 40 years for data transfer applications, and
important knowledge has been acquired, even though the

Figure 10. The principle of the Sagnac effect: (a) at rest, both
opposite paths have equal length, (b) rotating at rate Ω, M moves to
M′ during the transit time, then the corotating path is more than one
turn while the counterrotating one is less, yielding a path difference
of 2Δlv.
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microscopic mechanisms leading to this degradation are still
partially unknown and too complex to yet be predicted by
simulation. With the development of more and more sophis-
ticated fiber sensor architecture, new types of degradation
have been noticed, which are related to changes of the silica-
based matrix structure rather than by the evolution of its
optical properties. In this part, multi-scale radiation effects on
optical fibers will first be described, reviewing our current
knowledge on the main intrinsic and extrinsic parameters
affecting their response to radiation.

3.1. Radiation effects on optical fibers

3.1.1. Macroscopic effects: RIA, RIE, RIRIC. Three main
radiation effects are observed at the macroscopic scale when a
silica-based optical fiber is exposed to radiation.

• The first one is radiation-induced attenuation (RIA). RIA
is an excess of loss that appears during irradiation,
growing with the dose and usually partially recovering
after irradiation stops. Figure 12 illustrates the RIA
growth in the spectral range 350–900 nm for a polymicro
FVP-UVMI MMF under γ-rays at a dose rate of
11 Gy h−1 up to 200 Gy. The RIA growth kinetics are
illustrated in the inset of figure 12 at 350 nm, 400 nm and
660 nm.

This figure illustrates the complex response of an optical
fiber, highlighting the strong spectral dependence of these
excess losses. Furthermore, for this PSC fiber, a clear
absorption band can be seen peaking around 630 nm. In this
case, the defect structure associated with this optical
absorption band is known, namely the nonbridging oxygen
hole centers (NBOHC) [166]. The RIA levels and kinetics
depend on numerous parameters that will be detailed in
section 3.3. RIA is often the main issue to consider when
implementing an optical fiber in a harsh environment, as it
degrades, in the worst case the SNR of the optical data links
up to the loss of the guided signal after short distances of
propagation. As an example, after an x-ray pulse of a few tens
of nanoseconds, RIA levels as high as 2000 dB km−1 at

1550 nm (to be compared to 0.2 dB km−1 before irradiation)
have been observed for Corning SMF28 fibers, meaning that
50% of the signal is absorbed in ∼1.5 m. For DOFSs, in
which the optical fibers are the sensitive element, the RIA
strongly decreases the available sensing length from kilo-
meters down to a few meters for the most challenging
environments. Usually, the RIA can be calculated as:

dB km
L km

I I
10

log 10RIA 0a = - ´( )
( )

( ) ( )/

where I and I0 are the intensities of the transmitted signal at a
given time and before irradiation starts, respectively. On the
fiber market, some optical fibers are sold as radiation-
hardened, as their composition has been adapted to limit the
RIA level for a certain type of irradiation (usually steady-state
γ-rays up to MGy dose level) and a certain range of
wavelengths (usually IR operation within the telecommunica-
tion windows). Generally, this class of optical fibers
comprises pure-silica core and fluorine-doped core optical
fibers, both types with F-doped claddings. If for most
applications RIA is a limiting issue that has to be mitigated,
it should be noted that monitoring it in a radiation-sensitive
optical fiber can be exploited for radiation detection or
dosimetry applications, for example, at the DESY facility in
Germany [57].

• The second one is radiation-induced emission (RIE). RIE
acts as a parasitic light that superposes on the propagated
signal, and originates from several sources.

If the energy of the incident particles is sufficient,
Cerenkov light can be generated and guided in the optical
fibers. This is the case for the example given in figure 13, with
the RIE spectra acquired during and after the irradiation of a
PSC MMF using a high dose rate x-ray facility, ASTERIX
from CEA [167], which allows the dose rates encountered
during ignition experiments to be reproduced [20]. In addition
to Cerenkov, the radiation can also generate some additional

Figure 11. Modern architecture of the FOG. Figure 12. The spectral dependence of the RIA generated during the
irradiation of a polymicro FVP-UVMI multimode optical fiber at
RT, up to 200 Gy(SiO2) at a dose rate of 11 Gy h

−1. In the inset the
RIA growth kinetics are illustrated at three particular wavelengths:
350, 400 and 660 nm. More details can be found in [165].
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luminescence signals from pre-existing defects or new defects
created during irradiation. This is also illustrated in figure 13
and provides evidence for the excitation of pre-existing or
radiation-induced NBOHCs emitting around 650 nm during
the first milliseconds following the x-ray pulse.

Regardless of its nature, RIE affects the SNR ratio,
especially for systems operating in the visible domain, such as
diagnostics, and in harsh environments associated with a high
dose rate (this is particularly the case for megajoule class
lasers). As for the RIA, in recent years, several studies have
investigated how this luminescence, also called radio-
luminescence, can be exploited to provide real-time monitor-
ing of the dose rate (or particle flux) in high-energy physics
facilities or for medical applications, radio- [168] or proton-
therapy [169].

• The third one is radiation-induced refractive index change
(RIRIC).

The observed refractive-index change arising from
irradiation probably results from two mechanisms: the change
in the α-SiO2 glass density and the RIA. The contribution of
the density r change to the refractive-index n can be
explained by the Lorentz–Lorenz formula relying on the
two parameters:

n

n
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1

2

2

2
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+
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where the proportionality constant K depends on the glass
polarizability. The part of the RIRIC caused by point defects
is described through the Kramers–Kronig relations, which
define the relation between the refractive index and the
absorption. Compaction or swelling leading to glass density
modifications was first observed by Primak [170] in bulk
pure-silica exposed to high fluences of fast neutrons (>1019 n
cm–2) with a densification of about 3%. It is remarkable to
note that, under the same conditions, silica in its α-quartz

form exhibits a density decrease of more than 10%. It was
observed that neutrons change both types of silica into a
common topological structure referred to as the metamict
phase [171]. The RIRIC also affects the optical fiber
waveguide structure, as shown in [25]. For fiber samples
exposed to fluences above 1019 n cm–2 at temperatures
exceeding 290 °C, a linear compaction of 0.25% was
observed; furthermore the densification effects of silica can
be observed through the evolution of its Raman spectra for
fluences above 1016 n cm–2 in bulk silica [172].

3.1.2. Microscopic origins of the fiber degradation. A large
number of studies have been conducted over the last 50 years
and beyond in order to improve our knowledge about the
nature of radiation-induced point defects, also called color
centers (RICC), which are generated in pure or doped α-SiO2

glasses under irradiation. Complete reviews are regularly
done, resuming the evolution of our knowledge about this
complex subject, see for example [9, 12 173–175] and the
references therein. The α-SiO2 building unit is a SiO4

tetrahedron, as in the quartz crystalline structure. In this unit,
the central silicon (Si) atom is bonded to four oxygen (O)
atoms occupying the corners of the tetrahedron. Figure 14(a)
illustrates the 2D continuous random network representation
of an ideal pure-silica network, whereas figure 14(b)
illustrates the same glass containing intrinsic and extrinsic
point defects such as dangling bonds and oxygen deficiencies.
If these defects can exist before irradiation, they are then
called precursor sites. The concentration of precursor sites
generally decreases through the trapping of radiolytic
electrons and holes while the concentration of radiation-
induced point defects increases.

This fundamental research is of primary importance,
as the identification of the nature and properties of the
point defects responsible for the RIA at the wavelength of
interest is mandatory in order to imagine radiation hardening
approaches. Historically, these studies have mainly been done
by combining different experimental tools allowing the
optical properties (absorption, luminescence) to be associated
with their structure, accessible, for paramagnetic defects,
through electron paramagnetic resonance (EPR) measure-
ments. By combining these spectroscopic techniques with
samples that have been submitted to an external constraint
(radiation, temperature, hydrogen treatment, etc), it is possible
to correlate the evolution of the concentration of a particular
defect given by EPR with that of the observed absorption or
luminescence bands. Even though very deep knowledge has
been acquired for a number of defects, such as those related to
pure silica, P- or Ge-related defects, this set of experiments
presents some limitations, which explains why the structures
and optical properties of some defects are still under
investigation today. As an example, for most studies, EPR
and luminescence measurements are usually done on
irradiated samples, after the end of the irradiation. Then,
they are only able to characterize the signatures of point
defects that are stable at the temperature of the experiments,
and none of the transient defects that are bleached shortly

Figure 13. The spectral dependence of the RIE generated in a
polymicro SR200 MMF during and just after (40 ms integration
time) its irradiation with an x-ray pulse (240 Gy,>1 MGy s−1, RT).
The fiber length was 10 m and the acquired spectrum is not corrected
from the RIA effect, or by the function transfer of the used HR4000
spectrophotometer from OCEAN optics.
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after the irradiation ends are measurable by these techniques.
Furthermore, EPR and luminescence measurements are only
applicable to paramagnetic defects and emitting centers,
respectively, limiting the investigation to a reduced fraction of
the defects that are absorbing within the silica gap.

Figure 15 gives an overview of the main absorption
bands related to pure silica (figure 15(a)), Ge-related defects
(figure 15(b)) and P-related defects (figure 15(c)). It should be
emphasized that these bands have been observed in both bulk
glasses and optical fibers. From this figure, several statements
can be made:

• First, most known point defects that pre-exist the
irradiation or are created during exposure are associated
with absorption bands peaking in the ultraviolet–visible
domain, at wavelengths below 800 nm (E>1.55 eV). As
a general rule, the RIA levels are lower in the near-IR part
of the spectrum at wavelengths above 800 nm.

• Second, the contribution of various defects to the
measured RIA will also depend on their localization in
the fiber cross sections and on the amount of light that
travels in this part of the fiber. The concentration of these
defects is not always directly related to the dopant
concentration, and the defect generation or bleaching
efficiencies can be affected by other parameters such as
the internal fiber stress, or through photobleaching
effects. It then appears crucial to identify spectroscopic
techniques, which allow spatial information to be
obtained with a resolution that permits the characteriza-
tion of the defect distribution over the fiber cross-section.
The confocal microscopy of luminescence (CML) and
cathodoluminescence (CL) has been investigated and its
potential demonstrated in a series of publications
[176–179]. An example of CL results is given in figure 16,
which illustrates the case of a GeCe-codoped optical
fiber. For this fiber, some of the defect distributions are
correlated to the internal stress generated at the interfaces

between differently doped parts of the fiber rather than to
its composition.

• The origin of the observed RIA levels in the IR is still
under investigation. A detailed analysis of the contrib-
ution of the described UV-visible absorption bands
reveals that the tails of these bands are not able to fully
explain the losses in excess. This means that although no
clear absorption bands are observable in the IR domain
for Ge-doped and pure silica glass, some defects absorb in
this spectral range and still have to be identified. In
addition to this, in the IR domain and for SM optical
fibers, it is also mandatory to consider the impact of the
fiber guiding properties on the RIA spectral dependence.

3.1.3. Intrinsic and extrinsic parameters affecting the fiber
response. Numerous parameters have been shown to
influence the radiation response of optical fibers, especially
regarding the RIA levels and kinetics. Table 4 reviews the
main parameters.

The first category of parameters, labeled intrinsic
parameters, relates to the fiber itself. The main one is the
fiber composition. It is important to notice that both the
composition of the fiber core and cladding play a key role in
governing the RIA levels of the fibers. The fibers can mainly
be categorized in three sets when considering moderate dose
levels of steady state γ-rays (typically up to 100 kGy):
radiation- sensitive, radiation-hardened and radiation-tolerant
fibers. This classification strongly depends on the harsh
environments of interest and it is important to notice that none
of the existing optical fibers have been shown to be radiation
resistant for any of the studied applications. In particular, this
classification is not valid for transient exposures such as those
associated with megajoule class lasers or some military
applications.

• Among the radiation-sensitive optical fibers, all the fibers
containing phosphorus (P), aluminum (Al) in either their

Figure 14.A 2D illustration of a silica continuous random network (a) undefected amorphous silica structure, (b) a-SiO2 structure containing
defects (here, SiE′ center and NBOHC defects), either created during the fiber manufacturing process or by irradiation, as well as chlorine and
hydroxyl impurities.
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core or cladding, or more recently lanthanum (La) or
thulium (Tm) have been identified [181]. Usually these
fibers are associated with very high RIA levels in both the

visible and IR parts of the spectrum and should be
avoided for data-transfer. Finally, if these fibers are not
suitable for most of the targeted applications in harsh

Figure 15. The main absorption bands associated with pure silica, Ge-doped a-SiO2 and P-doped a-SiO2.
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environments, it should be noticed that they are promising
candidates for radiation detection or dosimetry systems.

• Among the radiation-tolerant optical fibers, all the
telecom-grade germanosilicate optical fibers without P
in their core and cladding have been identified. These
fibers are acceptable for a wide range of applications,
including, for example, short length data links in
spacecraft. These fibers are strongly sensitive to dose
rate, temperature and photobleaching effects and may not
be adapted for applications involving long lengths of
optical fibers exposed to radiation.

• Regarding the radiation-hardened optical fibers, from
previous research, pure-silica cores, fluorine-doped cores
(both with F-doped cladding) and nitrogen-doped optical
fibers are the most radiation-hardened optical fibers up to
100 kGy [209–212] for steady state irradiation. Optim-
ization of these fibers is still possible to enhance their
radiation resistance, but implies the fine control of their
fabrication process parameters—in particular the glass
stoichiometry and fictive temperature—in order to control
the nature and concentration of the point defects
responsible for their degradation, such as chlorine-related

impurities and self-trapped holes and excitons (STEs,
STHs) [186, 213]. It should be noted that some of these
fibers are today commercially available from manufac-
turers such as Fujikura [214], IXBlue Photonics [215] or
Prysmian [216].

It is well known that part of the precursor sites, such as
GLPCs and NBOHCs in germanosilicate and pure optical
fibers, respectively, are partially induced during the process of
drawing the preform into an optical fiber [84]. This has been
clearly shown in [84, 188], but numerous studies have
reported that changing the drawing conditions (temperature,
strain, speed) in the usual range exploited for the design of
MCVD specialty optical fibers does not allow the fiber
radiation response to change significantly [191, 217]. If this
limits the development of radiation hardening solutions, it
appears to be an interesting feature in terms of hardening
assurance as it indicates that the fiber radiation response will
be quite robust against small process changes during drawing.
A complete study of the drawing influence on the radiation
response of telecom-grade optical fibers, drawn at larger
speeds and tension still has to be performed, to the best of our
knowledge. Regarding the coating, it does not seem to

Figure 16. (a) An SEM image of a GeCe-codoped multimode optical fiber; (b) a panchromatic image acquired by the CL of the same fiber; (c)
an EDX analysis of the Ge and Ce radial distribution along the blue line of (b); (d) the radial distribution of the emitting centers along the
blue line.

21

J. Opt. 20 (2018) 093001 Topical Review



Table 4. Intrinsic and extrinsic parameters affecting the fiber response.

Fiber parameters

Parameters Main cases Impact on Remark Refs

Core composition Common dopants: pure silica, Ge, P, F,
B, N, Al, rare-earths, etc

Nature and concentration of defects→RIA
levels and kinetics

Affects all fiber types, UV to IR domains [83, 84, 180, 181]

Cladding
composition

Common co-dopants: pure silica, Ge, P,
F, B

Nature and concentration of defects→RIA
levels and kinetics

Affects especially SMF [182],

Impurities Presence of impurities in core and clad-
ding: OH groups and Cl-species

Nature and concentration of defects→RIA
levels and kinetics

Affect mainly RIA of pure silica and F-doped
fibers→major for rad-hard fibers

[183–185]

Fiber stoichiometry Oxygen-deficient or oxygen-loaded fibers Nature and concentration of defects→RIA
levels and kinetics

Affect mainly RIA of pure silica and F-doped
fibers→major for rad-hard fibers

[186, 187]

Drawing conditions Speed, tension and temperature Nature and concentration of defects→RIA
levels and kinetics

Change the observed concentration of defects
between preforms and fibers→RIA is not easily
changed by varying these parameters in the range
used for speciality fibers

[188–191]

Irradiation conditions

Nature of particles γ-rays, x-rays, neutrons, protons, elec-
trons, heavy ions

Relative contribution of ionization and dis-
placement effects→nature and concentra-
tion of defects→RIA

Affect all fibers used for data transfer. For dis-
tributed fiber-based sensors using reflectometry
techniques, the potential RIRIC will impact the
sensor performance too

[14, 192]

Dose (fluence) From very low (medical application—a
few μGy) to huge (nuclear industry
GGy, >1020 n cm−2)

Nature and concentration of defects→RIA
levels and kinetics structural change-
s→point and distributed sensors

Affect all fibers used for data transfer. For dis-
tributed fiber-based sensors. The dose depend-
ence of the RIA can be very complex, often
increasing with dose, sometimes with saturation
behavior; sometimes the RIA decreases with dose

[75, 193, 194]

Dose rate (flux) From very low (space) to huge (fusion-
related facilities)

Nature and concentration of defects→RIA
levels and kinetics structural changes

Usually RIA increases with the dose rate (rad-hard,
telecom-grade fibers) or RIA is dose-rate insen-
sitive (P-doped fibers). A very few papers have
related the enhanced low- dose rate sensitivity
(ELDRS) effect to fibers

[195–197]

Temperature From low (space applications) to high
(800 °C for nuclear industry)

Nature and concentration of defects→RIA
levels and kinetics structural changes

Temperature changes the efficiency of defect gen-
eration and bleaching. It is often assumed that
increasing T reduces RIA, but this is not always
correct

[198, 199]

Fiber profile of use

Wavelength Depends on the application, ranging from
UV to near IR

Operational wavelength will fix the nature of
the defect responsible for the RIA and then
RIA levels and kinetics

If the application operates in a range of wavelengths
(e.g. diagnostics), the most affected wavelength
has to be considered for the vulnerability study

[200]
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Table 4. (Continued.)

Fiber parameters

Parameters Main cases Impact on Remark Refs

Injected power Depends on the application, ranging from
very low (a few μW) to very high (W
for high- power lasers)

Can increase the bleaching rate of some point
defects, can also lead to photodarkening in
RE-doped fibers

Photobleaching is very difficult to predict as it is
strongly defect-dependent

[201–203]

Pre-loading with gas The presence of gas (hydrogen, deuter-
ium) strongly affects the fiber response

Nature and concentration of defects→RIA
levels and kinetics

Pre-loading sounds an efficient hardening techni-
que→its efficiency strongly depends on the
fiber profile of use

[204–206]

Pre-irradiation Pre-irradiation can change the fiber
radiation response

Nature and concentration of defects→RIA
levels and kinetics

The impact of fiber pre-irradiation is strongly fiber
and application-dependent

[207, 208]
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directly influence the RIA, but its nature can impact the
hardening approaches in some harsh environments [218], and
also influence the response of some of fiber sensors such as
those exploiting the FBG [219, 220] or OFDR technolo-
gies [221].

For a given fiber, its vulnerability will strongly depend
on the constraints associated with the application. Among the
main constraints that can affect the radiation response, the
main ones are the nature of the radiation: x-rays, γ-rays,
neutrons, protons, the dose (or fluence), the dose rate (or flux)
and also the temperature during the irradiation. For some
specific environments, such as the one associated with nuclear
waste repositories, other constraints have to be considered
such as hydrogen presence [21]. For most optoelectronic
devices, such as image sensors and LEDs, the nature of
irradiation has a strong influence on the device response:
neutrons usually affect devices more through displacement
damage. In the case of optical fibers, it has been shown that
for fission (<1MeV) or fusion (14MeV) neutrons, up to a
fluence of 1015 n cm–2, the main degradation mechanism
remains ionization [14]. Above this fluence threshold, some
effects specific to the displacement damage start to appear,
both in terms of optically active point defects [17, 85] and
structural modifications [18]. Regarding the dose and dose
rate, the amount of radiation damage usually increases with
these parameters. The dose dependence of the RIA can follow
various kinetics from linear increase, power law dependence
or even more complex schemes, which are explained by the
competition during irradiation between the generation of
point defects and their recovery through thermal- or photo-
bleaching processes [194, 222, 223]. Regarding the temper-
ature impact on the fiber response, especially RIA, changing
the temperature affects the efficiencies of both the creation
and bleaching processes of radiation-induced color centers
and then strongly affects both the RIA levels and kinetics. An
important point is that contrary to what is usually stated in the
literature, it is not always true that increasing the temperature
of irradiation will decrease the RIA levels [198]. This
statement is usually deduced from the thermal treatment
performed after the end of irradiation, which gives insights
into the temperature effect on the bleaching process efficiency
only. Clearly, the combined effects of temperature and
radiation should be investigated in more detail in the future.

Finally, the fiber operation conditions also clearly impact
its radiation response, and this is the main factor to be
exploited to improve its radiation tolerance. The main
parameter is the selected signal wavelength. Usually, it is
more favorable, if possible, to operate it in the IR part of the
spectrum where fewer of the point defects are absorbing than
in the UV–visible domain [200]. For steady state γ-rays, the
minimum RIA is around 1–1.2 μm in most classes of optical
fibers [72]. It is important to note that the origin of IR-RIA
still needs to be fully understood. If in some cases these IR
losses can be explained by the tails of the absorption bands of
point defects associated with the absorption bands peaking in
the visible or near-IR domains (such as the STHs
[185, 224, 225]), for most fiber types (Ge-doped, P-doped,

etc), it has been shown that this is not the case and that
additional unknown absorption bands have to be added to
reproduce the RIA spectral dependences [72]. Another
phenomenon that can change the fiber behavior under
irradiation is the power level of the injected signal through
the photobleaching effect. For some optical fibers, it has been
shown that increasing the light power level in the optical fiber
reduces RIA levels during irradiation and accelerates the
recovery processes post-irradiation [203]. The photobleaching
efficiency then strongly depends on the radiation-induced
point defect(s) responsible for the RIA. As a consequence,
photobleaching depends on the fiber type and application
characteristics (wavelength, temperature, etc) but can be very
efficient for some fibers such as germanosilicate optical types
[201]. As a consequence of photobleaching, the radiation tests
on optical fibers have to be done using a very low light power
(typically well below 1 μW) to establish the worst case
scenario [226, 227]. In case the tests are intended to perform a
comparison between the potential of different optical fibers
for a given application, the best procedure consists of testing
the optical fibers at the targeted light power of the application
(for example mW power level) as the fiber ranking done at
low power level (<1 μW) may not be representative of that
obtained when application requirements are followed.

3.1.4. Modeling of radiation-induced attenuation. One of the
main difficulties regarding the radiation vulnerability study of
optical fibers and OFSs concerns the representability of the
available irradiation facilities to reproduce the constraints
associated with the targeted environments. This is particularly
true for space, where the dose rate is very low, the mission
duration very long and the temperature varies over a large
range. This is also an issue when new facilities or industries
are built with environments (dose, dose rate, temperature) not
covered by the existing radiation test facilities, e.g. megajoule
class lasers [20]. The accessible accelerated results have to be
associated with models that allow the expected fiber
degradation to be extrapolated in the application conditions
from the radiation test data. As it exists for microelectronic
components, predictive simulation tools are needed to
determine the RIA levels and kinetics throughout the whole
mission duration. Today, several empirical or semi-empirical
models have been developed to predict the growth and decay
kinetics of RIA versus the dose or time after irradiation
based on a limited set of radiation test results on the chosen
optical fiber. Despite their intrinsic limitations, these tools
are successfully used for space applications allowing the
evaluation of the fiber RIA at a low dose rate from high dose
rate results. Usually these models do not consider thermal
effects and are adapted to the case of telecom-grade optical
fibers or some radiation-hardened passive and polarization
maintaining optical fibers [228]. A selection of some of these
models is listed in table 5. Particular attention has also been
devoted to the building of models which allow the behavior of
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rare-earth optical fibers and related systems to be predicted for
space applications [229], including thermal effects [230].

3.2. Point sensors: FBG

One key advantage of these point or distributed fiber sensing
technologies remains the fact that only their sensitive part,
being the sensing fiber, is exposed to radiation, whereas it is
possible to install its interrogation part hundreds of meters or
kilometers away. As a consequence, in all the performed
studies, the performance of these sensors is characterized
when only the sensing fiber is irradiated, not the interrogator
parts, as these electronic-based devices would surely be more
radiation-sensitive than the fibers.

3.2.1. Basic mechanisms. As already explained in
section 3.1.1, harsh environments, such as space, are
characterized by the presence of radiation and particles,
which can induce defects and density change through
ionization or displacement damage processes. Radiation
affects the FBG response in two main ways, as highlighted
in the diagram of figure 17.

First, the absorption bands related to the radiation-
induced point defects degrade the optical fiber transmission.
Then, even if at the basis of the FBG-based sensors there is a
wavelength measurement, the RIA degrades the grating
performance by decreasing the SNR, until the peak appears
undetectable [238]. To avoid this issue, small pieces of
photosensitive fiber, with gratings written on them, can be
spliced onto radiation-hardened optical fibers for the signal
transmission [239], or else the gratings have to be written
directly on the radiation-resistant fibers at the Bragg
wavelengths. However, a very important outcome of past
studies is that the choice of radiation-hardened optical fibers
does not ensure the design of radiation-tolerant FBGs, as
demonstrated in [219].

Second, both the RIA and the density change can cause
RIRIC, through the Kramers–Kronig dispersion relation and
the Lorentz–Lorenz equation, respectively [240]. Therefore,
the effective refractive index, the index modulation amplitude

and the period of the grating can change because of the
radiation, inducing a reduction of the peak amplitude and a
radiation-induced Bragg wavelength shift (RI-BWS,
ΔλBragg). The peak amplitude reduction degrades the SNR;
the RI-BWS can be defined as the sum of two contributions:
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and it entails an error on the sensing parameter measurement;
i.e. an RI-BWS of 10 pm corresponds to a temperature error
of 1 °C, for an FBG with a temperature sensitivity coefficient
of 10 pm °C–1. Figure 18 reports the x-ray-induced effects on
the Bragg peak of a type I-UV FBG. Figure 18(a) shows the
grating reflection spectra recorded during irradiation, whereas
figure 18(b) highlights the induced peak shift and amplitude
reduction.

For most cases—above all for type I-UV FBGs—under
ionizing radiation the Bragg peak shifts towards the higher
wavelengths with saturating behavior. Neglecting the effects
on density and then ,DL the red-shift corresponds to an
increase of n ,eff which can be explained by an increase of
absorption at wavelengths shorter than λB. The saturating
behavior can result from a limited concentration of precursor
defects or competition between defect generation and
recovery. In the first case, the saturation level should be
dose-rate independent [241, 242].

3.2.2. Parameters affecting the FBG response. The RI-BWS
depends on several parameters, as reported in table 6.

3.3. Distributed sensors

Mostly, three classes of DOFSs have been investigated under
irradiation: those based on Rayleigh, Brillouin and Raman
scattering phenomena, described in section 2.3. For each of
these technologies, several sensing schemes have been
developed allowing the sensing performance to be tuned with
respect to the targeted application in terms of probed length,

Table 5. A selection of RIA models.

Type of model Authors References

Power law Griscom et al [193]
Saturating exponentials Friebele et al [231]
Stretched exponential fit Devine [232]
Series of growth and decay
events

Liu et al [233]

Saturated exponential curves
with other different parameters

Kyoto et al Levy [234, 235]

βth order dispersive kinetic
model

Gilard et al [222, 236]

First order fractal kinetics Maskhov et al [223]
First and second order fractal
kinetics

Griscom et al [194]

Kinetic model Borgermans et al [79]
Nth order kinetic model Friebele et al [237]

Figure 17. Schema describing how radiation influences the FBG
response.
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spatial resolution and sensitivity. In some cases, the choices
made to develop the interrogator part can also modify the
sensor vulnerability, even by keeping the same optical fiber as
the sensitive element, as will be illustrated with the RDTS
example.

3.3.1. Basic mechanisms. For sure, the RIA will affect all
fiber-based technologies by reducing the available sensing
length as the TID increases. Before irradiation, for most of the
described technologies, sensing over kilometers or tens of
kilometers is feasible, whereas during and after irradiation the
available length for sensing will decrease by a factor that
depends on the considered harsh environment, the nature of
the fiber and its profile of use. As an example, fixing an
arbitrary dynamic range of 10 dB for the sensor and based on
the RIA measurements given in [73] for Ge-doped fibers,
[249] for P-doped fibers and [73] for pure silica core or
F-doped fibers, figure 19 illustrates the decrease of the
sensing length with the γ-ray dose for an OFS operating
around 1550 nm, either in single-ended (SE) or double-ended
(DE) schemes. As can be seen, at MGy dose levels, even with
radiation-hardened optical fibers, the available sensing length
is strongly reduced, being less than one kilometer for all fiber
types in these irradiation conditions. The use of DE sensors
reduces this sensing range by a factor of two. For radiation-
sensitive optical fibers, such as phosphosilicate ones, the RIA
is so important that it prevents their use in DOFSs for doses
exceeding 1 kGy. For the given example, the considered fiber
presents an RIA of 10 dBm−1 after a dose smaller than 10
kGy [249].

In addition to RIA issues, it has been shown that
radiation can change the structure of the pure or doped
amorphous silica glass, this effect being more obvious at high
fluences of neutrons, causing displacement damage [16]. By
changing the fiber refractive index, the signature of the
scattering mechanisms is affected in a way that usually
induces an error in the evaluation of the measurand
(temperature, applied strain, etc), as we have already high-
lighted for FBG-based sensors.

3.3.2. Macroscopic radiation response of Raman, Rayleigh
and Brillouin-based sensors
3.3.2.1. Raman-based sensors. Several studies have been
carried out to characterize RDTS performance under
irradiation. The first studies [132, 250] provided evidence
that in addition to a reduction of the sensing length with
the dose, RIA causes a dramatic error in the temperature
evaluation done by an SE-RDTS. This error is due to the
difference in the RIA values at the Stokes and anti-Stokes
wavelengths, also noted differential RIA or ΔRIA. The
attenuation spectra before and after a 6 MGy dose are shown
in figure 20(a) for a radiation-hardened pure silica core optical
fiber (PSC-MMF) [82]. The probe wavelength (at 1064 nm)
and the associated Stokes and anti-Stokes signals are
indicated, highlighting that these different signals are
differently affected by radiation [82]. This differential RIA,
ΔRIA, causes an error in the evaluation of the ratio between
the Stokes and anti-Stokes intensities, exploited to calculate
the temperature. Its impact is shown in figure 20(b): when a
6 MGy irradiated optical fiber is used as the sensitive element
of an SE-RDTS, the ΔRIA causes a direct error on the
temperature estimation, and the amplitude of this error
increases with the fiber distance, reaching 30 °C after a
short length of about 100 m. Even if this error can be reduced
by an appropriate choice of fiber [251] or by applying a
correction procedure [252], standard SE-RDTS is not adapted
to operate in radiation-rich environments.

For sensors exploiting a DE scheme, the negative impact
of the ΔRIA can be avoided at the cost of doubling the RIA
impact on the sensing length [250]. A recent work has been
published, demonstrating that such a DE-RDTS can be used
to monitor the temperature around 350 °C in a nuclear facility
at doses of a few kGy using metal-coated PSC optical
fibers [253].

3.3.2.2. Brillouin-based sensors. Several studies have been
performed to characterize the radiation performance of
Brillouin-based sensors [254, 255]. Here again the RIA
limits the possible sensing range, for example from several
kilometers down to a few hundredths of a meter for doses
exceeding 1 MGy using a radiation-hardened optical fiber.

Figure 18. (a) The reflection spectra of a type I-UV FBG recorded under x-rays at RT with a 120 Gy s−1 dose-rate. (b) RI-BWS (black points)
and peak amplitude variation (red points) as a function of the accumulated dose.
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Table 6. The most important parameters affecting the RI-BWS.

Fiber parameters

Parameters Main cases Impact on BWS Remark Refs

Fiber composition Pure silica, Ge, F, B, Al, N, Ce Nature and concentration of defects→photosensitivity No correlation between the radiation hardness of a
fiber and that of a grating written on it

[219]

Pre-treatment H2-loading Nature and concentration of other extrinsic
defects→photosensitivity

The hydrogen increases the fiber sensitivity to the
laser light→it also increases the FBG radiation
sensitivity→RI-BWS saturates at higher levels
and at higher doses for FBGs written on loaded
fibers than on unloaded ones

[243, 244]

Irradiation conditions

Nature of particles γ-rays, x-rays, neutrons, protons, elec-
trons, heavy ions

Relative contribution of ionization and displacement
effects→relative contribution of defects and
densification

Preliminary results reveal different FBG behavior at
equivalent doses when comparing x-ray, proton and
electron tests

[220]

Dose (fluence) From very low (space application—a
few Gy) to huge (nuclear industry
GGy, >1020 n cm−2)

Concentration of defects and phenomenon of
densification

The higher the dose, the larger the induced BWS [240]

Dose rate (flux) From very low (space) to huge (fusion-
related facilities)

Kinetics of defects→competition between defect gen-
eration and annealing

For type I FBGs, the larger the dose-rate the larger the
induced BWS. For void-FBGs, no dependence on
the dose-rate

[245, 246]

Temperature From low (space applications) to high
(800 °C for nuclear industry)

Kinetics of defects→competition between defect gen-
eration and annealing

The higher the irradiation temperature, the smaller the
induced BWS

[247]

FBG writing conditions

Type of grating Types reported in figure 6 Nature of the periodic structure of the refractive
index→defect precursors and structural arrangement

Type I-UV gratings are more radiation-sensitive than
type I-IR varieties. Type IA FBGs are more sensi-
tive than type I

[106, 248]

Writing laser Laser wavelength and pulse width Nature and concentration of defects in the different
fringe of the periodic structure of the refractive index

For example, type I gratings written with cw laser at
244 nm are less radiation-sensitive than those
written with the pulse lased at 248 nm

[106]

Post-treatment Annealing Recombination of defects and precursors, structural
relaxation

A post-inscription short thermal treatment at high
temperatures (15 min at 750 °C) significantly redu-
ces the RI-BWS: from 60 pm down to 10 pm for an
untreated and a pre-treated type II-IR FBG

[107, 243]

Pre-irradiation Defect precursor depletion Pre-irradiation will reduce the grating sensitivity
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Figure 21(a) illustrates the decrease of the Brillouin peak
amplitude of a radiation-hardened pure silica core SMF
during γ-ray irradiation at a dose rate of ∼1 kGy h−1, when
using a BOTDA [82]. Although the irradiation run was
carried out for 160 h, the signal was no more exploitable after
∼80 h due to a too small SNR. An analysis of the Brillouin
signature after ∼53 h of irradiation reveals that the peak
amplitude value was reduced by more than 90%. Another
radiation effect on the Brillouin-based sensor performance is
the shift of the Brillouin frequency, hereafter named RI-BFS.
This is due to the radiation-induced effects on the acoustic
speed, through the density, and to the RIRIC. Figure 21(b)
reports the RI-BFS as a function of the fiber length for these
specific irradiation conditions (53 h). An RI-BFS toward
lower frequencies is observed during γ-ray exposure at
1 kGy h−1 up to 53 h; its value remains almost constant along
the fiber and is equal to 1.8 0.4 MHz.- ( ) This RI-BFS
cannot be distinguished from shifts caused by the measurands
of interest (temperature, strain) and then causes a direct error
of 1.5 °C, for example, in the case of temperature monitoring.

The amplitudes and the kinetics of this RI-BFS depend
on many parameters such as the fiber composition and the
irradiation conditions. Today, the best identified optical fibers
for Brillouin sensing at an MGy dose range are those with
pure silica or fluorine-doped cores. In addition, to be
associated with the lowest RIA levels in the near-IR range
of wavelengths, these fibers also present the lowest RI-BFS,
of a few MHz (equivalent to a few °C error) [82, 255].

3.3.2.3. Rayleigh-based sensors. Several studies have been
performed to characterize the performance of Rayleigh-based
sensors in radiation-rich environments. The two main
categories of sensors are those based on the OTDR
technique, and those operating in the frequency domain,
OFDR [57, 256–259]. From the available results, it seems that

except for some very specific environments, such as those
associated with very high neutron fluences, the Rayleigh
signature remains almost unaffected by radiation and that
reducing the fiber sensing length with RIA remains the main
degradation parameter to be followed. Exploiting the
interesting radiation tolerance of Rayleigh sensing, several
sensors have been investigated. Some of them use radiation-
sensitive optical fibers for radiation detection and dosimetry,
while others exploit radiation-tolerant or radiation- hardened
optical fibers for distributed sensing.

• OTDR/OFDR radiation sensors: associating these tech-
nologies with a radiation sensitive optical fiber, such as
phosphorus, aluminum or REDFs, it is possible to make a
distributed radiation detector with ODTR or OFDR
sensors. The OTDR is an efficient tool to design
dosimetry systems while the OFDR is associated with a
more complex response to RIA [57, 249, 260–262]. For
distributed dose measurements, the RIA is measured all
along the fiber and knowing its dose dependence, the dose
profile along the fiber is deduced with a typically one
meter resolution. The first demonstration of such an
approach was a dosimetry system deployed at the Tesla
Test Facility (TTF) using an OTDR probing a multimode
phosphosilicate optical fiber at 850 nm [263]. Today,
another use of OTDR based-systems is under qualifica-
tion at CERN, in view of its deployment at the LHC
[249, 264].

• OFDR temperature sensors: for temperature sensing, the
OFDR sensors associated with radiation-hardened optical
fibers are able to operate up to very high doses of γ-rays
[258, 259, 265] and neutron fluences up to 1017 n cm–2

[17].
• OFDR liquid level sensor: in the context of post-
Fukushima research, recent architecture for a water-level
sensor to be implemented in nuclear pools has been
demonstrated in [266] allowing the liquid level to be
measured with a spatial resolution better than 1 cm or
3 cm in targeted normal and accidental conditions,
respectively.

3.4. Rare-earth-doped fibers, EDFA and EDFS

Considering the interest of researchers in employing EDFAs
and EDFSs in space missions, most radiation studies have
been performed at low γ-ray or x-ray doses (<1 kGy(SiO2))
or low fluences of protons since the end of the 1970s. The first
important outcome of these studies was to discover that
REDF-based components are quite sensitive to radiation. An
important decrease of the amplifier optical gain and an
alteration of the noise figure are observed. These effects were
sufficiently large to limit EDFA integration in space. Fur-
thermore, these studies demonstrate that a few meters (typi-
cally less than 20 m) of the selected active REDF can explain
the high EDFA radiation vulnerability. As a consequence,
most of the past studies were then devoted to RE-doped fiber
characterization in order to identify the best fiber types to
increase the tolerance of EDFA or EDFS first, and second to

Figure 19. An illustration of the OFS sensing length decrease versus
the dose for the main classes of optical fibers and a sensor having a
10 dB dynamic range at 1550 nm: telecom-grade, radiation-hardened
and radiation-sensitive. The RIA data used to build this figure has
been extracted from [73, 249].
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understand the basic mechanisms at the origin of the high
radiation sensitivities of REDFs compared to telecom-grade
passive optical fibers. Among the different types of RE-doped
fibers, erbium (Er) and Er/ytterbium (Er/Yb)-doped fibers
are the most studied [267–271], but other RE elements have
also been considered in the past [92, 272] or are today being
investigated as promising technologies for future applications
[273]. Characterizing the radiation response of REDFs
appears to be more complex than the characterization of the
transmission degradation of passive optical fibers. Indeed, the
response of REDFs can be investigated under passive con-
figurations (white light source and spectrophotometer, the
configuration called PMIN in section 4.4) similar to those used
for passive fibers. However, as most of the applications used
these waveguides in an active scheme, in which the rare-earth
ions are pumped in the near-IR to generate amplified signals
in the IR, the most representative results are those obtained in
active configurations [274–277]. These studies first reveal the
high sensitivity of commercial RE-doped optical fibers at both
pump and signal wavelengths. This excess of losses clearly
limits their use as lasers or amplifiers, but their high radiation
sensitivity could be exploited for dosimetry applica-
tions [151].

3.4.1. Basic mechanisms. Spectroscopic measurements
reveal that excess losses measured at the pump and signal
wavelengths in REDFs are better explained by the nature of
the matrix co-dopants (Al, P) added to facilitate RE
incorporation rather than by the presence of RE ions [278].
These co-dopants are added to facilitate rare-earth
incorporation while reducing the quenching effects. In the
case of Er-Yb-codoped optical fibers, phosphorus is often
used to increase the transfer efficiency from Yb3+ to Er3+

ions [278]. However, both Al and P dopants are associated
with point defects responsible for an important RIA increase
at both the pump and signal wavelengths [279, 280].

Furthermore, radiation at a space level seems to be
associated with limited changes in the spectroscopic
properties of RE ions [86], whereas at larger doses
(>MGy), changes of the ion spectroscopic properties also
have to be considered to fully understand the properties of the
RE-doped glass [281, 282].

3.4.2. EDFA macroscopic response. Under irradiation,
EDFAs designed without hardening strategies suffer from
strong gain degradation even at low doses. Figure 22
illustrates the gain decrease measured for an EDFA under
x-rays at RT. In the used irradiation conditions, the EDFA
gain decreases from 24 dB down to 14 dB after a dose of 3
kGy. The noise figure is also altered by irradiation, and
simulation shows an increase from 6.5 dB up to 10 dB after
the same dose. In the same figure the RIA spectra of the Er-
doped fiber measured at different doses are also illustrated,
highlighting the very high RIA levels at both the pump and
signal wavelengths, exceeding 1 dBm−1. These excess losses
are mainly responsible for the EDFA and EYDFA gain and
noise figure degradations.

3.4.3. Parameters affecting the EDF response. Numerous
parameters can affect the response of the EDFA or EDFS.
Among them, all those previously described in section 3.1.3
that affect the RIA levels in passive optical fibers also have an
impact on the induced losses in RE-doped fibers. They are
summarized in figure 23.

Of primary importance is the REDF composition, which
has a clear impact on the nature of codopants or additional RE
ions (such as cerium) used to optimize the amplification
process. In addition to the fabrication process, the opto-
geometric parameters have a strong influence too. As an
example, for an ErYb-doped optical fiber, the double
cladding, where the pump signal is propagating before being
absorbed by the rare-earth ions, can strongly contribute to the

Figure 20. (a) The RIA spectra before and after irradiation at 6 MGy in a PSC MMF. The Stokes and anti-Stokes wavelengths as well as the
probe laser light wavelength of the used SE-RDTS are highlighted; (b) an illustration of the error in the temperature measurement by this SE-
RDTS using the PSC MMF pre-irradiated at 6 MGy. Reproduced with permission from [82].
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gain degradation if it appears to be too radiation-sensitive and
absorb the pump before its interaction with the RE ions
embedded in the fiber core. The conditions of irradiation
(dose, dose rate, temperature) influence the nature, growth
and decay kinetics of point defects and then the RIA at the
wavelengths of interest. From the available literature, it seems
that ionization processes govern fiber degradation; as a
consequence equivalent low doses of γ-rays, x-rays or protons
seem to lead to the same degradation levels [270]. In the case
of EDFA (or EFDS), the architecture choices also greatly
impact the device radiation response.

• The EDFA radiation response depends on the pumping
wavelength. It may appear advantageous to use a
1480 nm pump wavelength, as the RIA around this
wavelength is lower than at 980 nm [283] so the gain
reduction is minimized. However, to the best of our
knowledge, no space-qualified diodes exist at 1480 nm,
unlike those of 980 nm, explaining why all current EDFA
architecture intended for space operates at 980 nm.

• The EDFA pumping scheme also influences its radiation
response. Depending on the selected architecture (back-
ward, forward, bidirectional), the pump and signal
wavelengths present different RIA levels and kinetics
and are also differently affected by additional phenomena
such as photobleaching. The EDFA optimization will
depend on each application case and will surely benefit
from new simulation tools [145].

• The active fiber length is of primary importance. Without
considering radiation, this length is optimized to obtain
the best gain, usually by simulation, for a given optical
fiber. Fibers with a higher concentration of rare-earth ions
allow the EDFA to be designed with a smaller length of

active fiber, but can present quenching effects that limit
the application process. As a general rule, as shown by
Gusarov et al [284], the shorter the fiber length, the better
the amplifier radiation response. Recently, a more
systematic study on a possible broadband radiation-
resistant EDFA was performed in [285].

• The pump power also strongly affects the relative
contributions of point defect generation and bleaching
mechanisms. A pump at a sufficient power level can
induce both a darkening of the glass by creating point
defects and simultaneously favor the bleaching of
absorbing species through photobleaching [286]. Compe-
tition between these phenomena is complex and has been
studied in detail in [93]. At the device level, the observed
gain degradation can then be pump-power-dependent,
rendering it mandatory to perform radiation tests in
conditions representative of the application.

• Active fiber pre-treatment: As will be discussed in more
detail in section 4.1.2 on hardening techniques, it is possible
to change the active fiber radiation response and then the
EDFA response by pre-treating the waveguide, with gas
loading as an example. Every pre-treatment which allows
the nature, concentration and kinetics of the point defects
responsible for the RIA around the pump and signal
wavelengths to be changed will affect the EDFA radiation
response, either in a positive or negative way.

3.5. Gyroscopes

Commercial space FOGs have to deal with radiation at doses
up to 1 kGy for 2 to 20 year missions with strong variability
due to different orbits and shielding configurations. The

Figure 21. (a) The normalized Brillouin peak amplitude response versus the irradiation time for a radiation-hardened pure silica core single-
mode optical fiber; (b) radiation-induced Brillouin frequency shift (RI-BFS) as a function of the same fiber length after an irradiation dose of
53 kGy. Reproduced with permission from [82].
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various FOG subassemblies react differently to radiation, as
detailed hereafter.

• Electronics: radiation effects are obviously very important
for the design of the digital part of the FOG servo loop.
They are outside the scope of the present review.

• Laser diode and PIN photodiode: although the pump laser
diode includes both a semiconductor laser and an FBG,
neither the laser nor the photodiode display any
significant degradation under proton and/or gamma
exposure. The radiation-induced threshold current varia-
tion of the laser diode [287] remains negligible for the
FOG design. Regarding space needs, those components
are considered as radiation-insensitive [288].

• The lithium niobate modulator is immune to radiation too.
No transparency variation is observed at doses relevant to
space [287, 289, 290]. Hypothetical variations of its
electro-optic response are not an issue either as the FOG
servo loop continuously adapts itself to the modulator.

• Passive optical components, such as couplers and
isolators, react to irradiation (through RIA) as they each
contain a few meters of optical fiber [291, 292]. Their
transmission properties are then affected, but the involved
fiber length in those components remains sufficiently
small to be neglected if the selected fiber is a telecom-
grade fiber such as the Corning SMF28. For cases where
the FOG design imposes an exotic optical fiber associated

with higher RIA levels than SMF-28 fibers, the radiation
response of those components will then become of
importance. The transparency is not the only affected
parameter during irradiation: spectral variations of those
components due to RIA are detectable for the relevant
space dose, but not strong enough to restrict the FOG
design, even for high- precision varieties. With contin-
uous improvements to FOG performance, this could
become an interesting topic in the future.

• Optical coil: the Sagnac coil contains a length of PM fiber
ranging from a few hundred meters to several kilometers,
according to the required FOG performance. With such a
fiber length, any RIA phenomenon quickly becomes a
problem as the available optical power takes a hit and the
FOG rotation noise rises. This excess of optical loss
cannot be entirely mitigated by increasing the optical
source power, implying the use of radiation-resistant
optical fiber for the Sagnac coil. The fiber transmission is
not the only affected parameter during irradiation:
spectral variation occurs and affects the FOG scale factor
performance. This spectral effect is negligible nowadays
with radiation-resistant fibers and current high-end FOG
performance, but as FOG performance is still increasing,
this could still also become an interesting topic in the
coming years. Radiation-induced birefringence variation
could also theoretically affect the FOG, but this has not
been observed today in existing commercial systems.

Figure 22. (a) An illustration of the radiation-induced attenuation (RIA) spectra measured in an erbium-doped optical fiber at different doses:
0.5, 0.8, 1.6 and 3 kGy; (b) the evolution of the EDFA gain versus the deposited dose (experimental results); (c) the evolution of the EDFA
noise figure versus the deposited dose (simulation results [90]).
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• Erbium-doped optical fiber: high-performance FOGs use
EDFs as an ASE optical source. The fiber length ranges
between 1 and 10 meters, while the power extracted at
1550 nm is in the 10 to 100 mW range. As already
discussed, EDF is much more sensitive to RIA than
passive optical fibers. As a consequence, this subpart of
the FOG, albeit being far shorter in length than the
Sagnac coil, is an important contributor to global FOG
radiation degradation, and the use of radiation-hardened
optical fibers appears mandatory. A radiation-induced
optical spectrum change is inevitable, as the RIA changes
the operating point of the ASE source, but does not limit
the FOG scale factor performance today.

4. Recent advances in radiation hardening

As more and more applications are envisaged for optical
fibers in harsh environments, strongly extending their use to
sensing, new approaches have to be followed to improve the
radiation tolerance of optical fibers and fiber-based devices
and to extend their lifetimes in harsh environments. In this
part of the review, recent advances regarding the hardening of
optical fibers, FBG and distributed sensors are given, with a
particular focus on the technologies that have already been
evaluated for space programs.

4.1. Optical fibers

Improving the radiation tolerance of optical fibers is possible
by controlling the nature and concentrations of point defects
in order to limit the RIA at the wavelengths of interest. For
this, different approaches have been followed. The first one,
called hardening-by-component, consists of tuning the fiber
composition in order to decrease the RIA levels in the spectral
domain of interest for a given environment, while maintaining

the requested optical performance. The second one corre-
sponds to pre-treatment of the fibers in order to change
(decrease) its number of precursor sites, reducing as a con-
sequence the number of radiation-induced point defects. It is
important to mention that today there exists no optimal
composition, allowing the design of an optical fiber with a
reduced RIA for all environments of interest. As an example,
the so-called radiation-hardened pure silica core and fluorine-
doped core fibers present the best radiation response in the
infrared part of the spectrum under steady state γ-rays (high-
energy physics facilities, nuclear power plants, etc) [75],
whereas these fibers show the highest transient RIA after an
x-ray shot (fusion by inertial confinement) [180].

4.1.1. Hardening-by-component. Up to now, most research
has been devoted to the identification of the best classes of
optical fibers for operation either in the visible domain or in
the infrared part of the spectrum and up to doses of a few
MGy. This first class of fibers is of interest for the plasma
diagnostics of the ITER facility, which require large core
MMFs (above 100 μm) able to transmit light in the visible
range. Numerous studies have been conducted in Europe
[293], Russia [294] and Japan [209], allowing the best
candidates for this application to be identified. These appear
to be pure silica core (PSC) or fluorine-doped optical fibers.
After that, several studies have focused on the hardening of
these fibers to reduce the RIA levels in the visible domain.
The first attempts were made to reduce the impurity levels in
the fiber core and cladding. Two main classes of silica are
available: the first one, also called ‘dry silica’, contains low
levels (>1 ppm), but this is achieved by increasing the
amount of chlorine in the glass. As a result, this kind of fiber
presents a high transmission level in the IR but lower
transmission in the UV range, compared to the second class of
silica, ‘wet silica’, which contains high hydroxyl amounts
(>100 ppm) and low chlorine concentration (< 1 ppm). For

Figure 23. An illustration of the main parameters affecting the gain degradation of an EDFA or EYDFA under irradiation.
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ITER needs, wet silica is better adapted, but under irradiation
these fibers are characterized by a strong RIA around
600–650 nm, which is related to the NBOHC, see figure 12.
The high concentration of NBOHC is related to the presence
of hydroxyl groups that act as precursor sites:

Si OH 2Si O H . 122-  - + ( )

To overcome this limitation, a new class of glass has
been made, mainly in Russia, combining both low hydroxyl
group content (<1 ppm) and low chlorine impurity (<1 ppm)
content. Radiation tests reveal that for these fibers, the strong
diminution of precursor sites opens channels for the
generation of less-studied unstable room-temperature defects,
namely self-trapped holes (STHs). These defects have been
studied in detail in [225], and are associated with absorption
bands in the visible range (see figure 15), making it difficult
for these fibers to qualify for the targeted applications.
Another efficient way of minimizing the NBOHC concentra-
tion is to slightly dope the glass with fluorine. Adding this
element does not induce the appearance of F-related defects,
whereas it has demonstrated the ability to passivate some
point defects such as NBOHCs. In addition to ITER studies, a
complete investigation was performed by CERN to select the
best optical fibers for the data links at the Large Hadron
Collider (LHC) operating at 1310 nm. For these applications
too, the fibers that are most tolerant to the considered dose of
100 kGy(SiO2) are the fluorine-doped optical fibers from
Fujikura [214]. These fibers present quite complex RIA
growth kinetics at this wavelength, but the RIA levels remains
below 5 dB km−1 at a 100 kGy dose for the IR wavelengths
1310 nm and 1550 nm.

4.1.2. Hardening by pre-treatment. Another very efficient
approach to reducing RIA due to NBOHC consists of loading
the fiber core with gas, this gas being able to quickly react
with radiation-induced point defects and passivate them.
Hydrogen and deuterium are the most investigated, as fibers
can be easily loaded with these gases. This treatment has been
deeply studied by the fiber community in order to enhance the
photosensitivity of germanosilicate optical fibers in view of
their functionalization with FBGs. Several studies have
reported that the hydrogen presence strongly changes the
fiber radiation response, regardless of its composition
[205, 295]. For PSC or F-doped optical fibers, the hydrogen
presence improves their radiation hardness in the visible
domain, thanks to the passivation of the NBOHCs [296], the
drawback being that these defects are converted into hydroxyl
groups absorbing in the IR part of the spectrum and in other
defects causing an increase of induced losses in the UV part
of the spectrum. The process at stake is the following:

2 Si O H 2 Si O H. 132´ - +  ´ - - ( )

This example clearly shows that the efficiency of this
hardening technique strongly depends on the application
needs, as the hydrogen presence will enhance the concentra-
tion of some defects, such as H(I), H(II) centers absorbing in

the ultraviolet, while passivating other defect structures.
Using deuterium globally provides the same effect, although
one difference concerns the spectral positions of the related
D2 species, which differ from those of the hydrogen species,
allowing for some applications to have less impact on the
signal propagation [22]. One of the main concerns with this
hardening solution is that the hydrogen diffuses out easily
from the fiber at RT, and that without specific mitigation
solutions, it is not possible to keep the gas inside the
waveguide for more than a few days. This is of particular
concern for long space missions and facilities with a long
lifetime, and existing solutions will be detailed in section 4.4.
More recent studies have investigated the potential of adding
an excess of oxygen to the optical fibers, varying the
manufacturing process, or by direct O2 loading of the fiber at
high temperature and high pressure [186, 187, 297]. Unlike
hydrogen, oxygen is not mobile at RT and its concentration
will remain constant during the fiber lifetime. Such treatment
also strongly changes the defect equilibrium under irradiation,
with a positive or negative impact on the RIA levels and
kinetics depending on the considered signal wavelength. In
[297], a larger RIA is reported in the UV and visible domain,
whereas in [186, 187], the authors reported the positive
impact of excess oxygen on the RIA levels in the IR part of
the spectrum for PSC optical fibers. In addition to gas, other
pre-treatment can change the nature and concentrations of
point defects generated under irradiation. This is, for example,
the case for pre-irradiation treatment, which can be used to
convert the existing precursor sites into optically active point
defects. If it is possible, e.g. by thermal treatment, to bleach
these defects, the treated fiber can present a better radiation
response when exposed to a second period of irradiation, as it
contains a lower amount of precursor sites. Such an effect has
been patented [208] and its efficiency to the response of PSC
optical fibers was demonstrated in [207].

4.2. FBG

FBGS are affected by radiation through two phenomena: the
decrease of FBG peak reflectivity and the radiation-induced
Bragg wavelength shift (RI-BWS). The first one can be quite
easily mitigated using several types of inscription methods.
For the RI-BWS, since its amplitude and kinetics depend on
so many parameters, the usual identification approach of the
most tolerant FBG for a given application consists of testing
each FBG technology at facilities reproducing the radiation
constraints associated with the target application (see the
2013 review [240]).

Grobnic et al showed that type I and II gratings, written
with a femtosecond IR laser in unloaded Ge-doped or PSC
fibers, are among the most radiation resistant under γ-rays at
RT [298]. RI-BWSs of less than 15 pm were observed at the
accumulated dose of 100 kGy. Even type I-IR FBGs are more
radiation tolerant than those of type I-UV. This may be
explained by the fact that the high laser peak power density
values used to write the FBGs probably convert all the pre-
cursor sites into point defects during the grating inscription,
reaching a stable state maintained during irradiation [106].
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Morana et al recently patented a method for fabricating
FBGs resistant to very harsh environments, mixing high doses
and high temperatures [107, 299]. These gratings are written
on radiation-hardened optical fibers (PSC or F-doped fibers),
to ensure signal transmission, with a femtosecond IR laser
(i.e. at 800 nm) and then subjected to thermal annealing
treatment at 750 °C lasting at least 15 min. The laser power
density has to be higher than the threshold needed to generate
type II gratings; since thermal treatment at 750 °C will erase
all type I components, only the type II variety resists such a
high temperature. It is the post-thermal annealing performed
on the gratings before irradiation that makes the FBGs more
resistant. The robustness of these gratings has already been
confirmed in several radiation environments, involving x-rays
(up to a 3 MGy dose) or γ-rays (up to 200 kGy) and operating
temperatures as high as 350 °C [300, 301], a total fast neutron
fluence of ∼5·1019 n cm–2 and a total gamma dose of ∼5
GGy [25], as well as high-energy protons (63MeV) up to
fluences of about 1013 p cm–2 [302]. Figure 24(a) reports the
response of such rad-hard gratings under x-rays at three dif-
ferent temperatures: low (−20 °C), room (30 °C) and high
(230 °C). Independently of the irradiation temperature, the
induced error on the temperature measurements is always
lower than ±1 °C. Figure 24(b) compares the responses of a
classical type I-UV grating and that of a rad-hard FBG under
a flux of about 3×1012 protons (cm–2·h–1) at RT, up to a
fluence of 1013 protons cm–2, which corresponds to an
equivalent TID of about 9 kGy(SiO2). The Bragg peak of the
classical FBG shifts by about 18 pm at the maximum TID,
whereas the response of the rad-hard grating is not influenced
by protons. As a consequence, such rad-hard FBGs will be
efficient temperature and/or strain sensors in space, since
they are insensitive to ionizing radiation at low and high
temperatures and insensitive to TNID related to protons.

Recent studies [106, 246, 303] have focused on the
radiation response of the void-gratings. They show complex

behavior under radiation: when the exposure is performed at
RT, these gratings are as resistant as type II gratings (RI-BWS
less than 5 pm at 1 MGy dose, for a void-FBG written in an
F-doped fiber [246]); however, when these FBGs are exposed
to the combined effects of radiation and temperature, the
Bragg wavelength of the void-FBGs blue shifts, without
showing saturating behavior with the accumulated dose
[106, 246].

4.3. Distributed sensors

In this section, we discuss how the radiation tolerance of
distributed sensors can be improved by making appropriate
choices of component (fiber) or at the interrogation system
level. Today, these different technologies are not being
directly considered for use in space, to the best of our
knowledge. Their integration remains limited by the inter-
rogator parts of sensors that are not yet sufficiently minia-
turized and radiation tolerant. In the near future, this
limitation will probably be overcome thanks to the new
generation of miniaturized integrators based on ASPICs
(application specific photonic integrated circuits). Such an on-
chip interrogator already exists for FBG strain or temperature
sensing [304]. However, DOF technologies are today of
major interest in the ground environments associated with
nuclear power plants, high energy physics facilities or
radioactive waste repositories. For all these environments, the
acquisition units can be stored in radiation-free zones, and the
sole sensing fiber is exposed to harsh radiation constraints.

4.3.1. Rayleigh DOFS. Several papers have demonstrated
that the fiber Rayleigh signature used by OFDR sensing
technology is robust against radiation [305]. However,
radiation affects the acrylate coating properties, and, by
stabilizing the coating through pre-thermal treatments, the
precision of the OFDR measurements is increased [221]. The

Figure 24. (a) BWS induced on rad-hard FBG by x-rays at different temperatures (30 °C—black points; −20 °C—blue points; 230 °C—red
points), as a function of the TID, up to 600 kGy. (b) The proton-induced BWS of a classical type I-UV FBG (blue curve) and a rad-hard FBG
(black curve) as a function of the proton fluence.
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only remaining parameter to consider is then the RIA, which
limits the available sensing length. As these sensors operate at
telecom wavelengths, in the IR, the best fibers are usually
PSC optical fibers or F-doped optical fibers, as shown in
figure 20, allowing the use of fiber lengths exceeding 100 m
under irradiation. In the future, the capabilities of Rayleigh-
based sensors may be enhanced thanks to the development of
a new generation of fibers—the so-called all-grating fibers
[306]. These fibers contain densely spaced low reflective
(R<0.1%) draw tower gratings (DTG®s) [306]. Combined
with an OFDR interrogator, these fibers should greatly
improve the measurement dynamics and then increase
tolerance to RIA effects. By combining OFDR technology
with a radiation-sensitive optical fiber, it appears possible to
detect radiation and maybe to perform spatially resolved dose
measurements with resolutions of 15 cm, but with a more
difficult sensor calibration phase than for OTDR-based
dosimetry systems [256].

4.3.2. Brillouin DOFS. For Brillouin-based sensing, two
radiation effects have been observed that reduce sensor
performance: RIA and the radiation-induced Brillouin
frequency shift (RI-BFS). Although the microscopic origin
of the RI-BFS is still not fully understood, the amplitude
and growth kinetics of the RI-BFS with the dose clearly
depend on the fiber composition. As a consequence,
optimizing the fiber for sensing in harsh environments
implies simultaneously reducing the RIA and RI-BFS levels.
From today’s knowledge, fluorine-doped fibers are the best
candidates for such applications, having limited RIA levels at
MGy dose levels (below 50 dB km−1 at 1550 nm) and a
limited RI-BFS of a few MHz (equivalent to a temperature
error of a few degrees Celsius). Regarding the RIA issues,
some Brillouin sensor architectures allow greater dynamic
measurements to be achieved than others, allowing the partial
mitigation of RIA effects and the consideration of higher
sensing distances at MGy dose levels [307].

4.3.3. Raman DOFS. For Raman-based sensing, two
phenomena reduce sensor performance: RIA and differential
RIA (ΔRIA). If an appropriate choice of fiber allows RIA-
related constraints to be reduced, it appears very difficult to
overcome the ΔRIA issue by tuning the fiber composition or
its fabrication process. For this sensor, it is, however, possible
to improve the radiation hardness by working on the
architecture of the interrogator.

The first solution is to use a double-ended architecture
that allows the ΔRIA to be compensated, but at the cost of
doubling the RIA issues. With such architecture and as
demonstrated in [82, 132, 250], it is possible to maintain the
quality of the temperature measurements thanks to the
correction made possible by probing the sensing fiber from
its two ends. Using this scheme, in [253], the authors show
that temperature measurements along a PSC optical fiber with
a gold coating at 260 °C are possible thanks to the positive
combined effect of temperature and radiation on the
fiber RIA.

Another solution, recently published in [308], allows a
single-ended scheme to be kept (thus reducing RIA impact)
while avoiding the negative impact of ΔRIA. This SE-RDTS
architecture exploits two probing lasers at given wavelengths
allowing the simultaneous recording of OTDR traces at the
Stokes and anti-Stokes wavelengths in addition to Stokes and
anti-Stokes traces. In this way, it is possible to correct these
last traces for ΔRIA caused by radiation or the appearance of
bending losses, and keep the temperature measurement
precision. Associated with a radiation-sensitive optical fiber,
this system could allow the dose (through RIA) and
temperature distributions to be simultaneously recorded along
a unique optical fiber [308].

4.4. Rare-earth-doped fiber amplifiers and sources

As previously discussed in section 3.4, the high radiation
sensitivity of EDFA, EYDFA or sources is mainly explained
by the high sensitivity of REDFs, either erbium-doped (EDF)
or erbium-ytterbium-doped (EYDF). To improve the hardness
of these amplifying systems, the first investigated solution
involved enhancing the radiation tolerance of these active
fibers to decrease the observed RIA levels at the pump
(around 900 nm–1 μm) and signal wavelengths (around
1550 nm). Since 2010, several techniques have been descri-
bed in the literature to achieve this goal, and they are sche-
matically summarized in figure 25. In addition to these
hardening-by-component approaches, it also appears possible
to optimize the amplifier architecture (hardening-by-system)
to reduce its radiation vulnerability, regardless of the fiber
behavior. Finally by combining these two hardening
approaches, it is today possible to conceive EDFAs and
EYDFAs with optimized performance and reliability for a
given space mission profile rather than for on-ground testing.

4.4.1. Hardening by component. As for the hardening of
passive optical fibers for data transfer, several approaches
have been followed to reduce the RIA in active optical fibers
caused by P and/or Al-related defects. The first solution relies
on a manufacturing process change, allowing the design of
active fibers without using these dopants while still
maintaining high amplification efficiency. Another approach
could be to control the equilibrium between the various point
defects created in silica under irradiation, trying to reduce the
concentrations of those absorbing at pump and signal
wavelengths. Such defect control can be achieved by the
appropriate codoping of the fiber core or by pre-treatment.

The first approach was followed by Draka Comteq in
2012, and showed that active erbium-doped optical fibers
with reduced amounts of Al can be produced by their patented
nanoparticle doping process [311, 312]. This approach
noticeably improves the radiation resistance of the fiber
without degrading its amplification performance too much
through quenching effects [313]. To the best of our knowl-
edge, such a manufacturing process is not yet transposable to
EYDFs. In figure 25(a), the advantage of using this
technology is highlighted by comparing the performance of
EDFA based on this fiber and on a conventional Al and/or
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P-doped fiber, tested under γ-rays in an OFF configuration
(pumping only during the gain measurements), the conven-
tional EDFA gain decrease is of about 100% after a 500 Gy
dose, whereas it remains below 15% for an EDFA based on
the nanoparticle EDF [218].

The same year, the codoping efficiency of the active
fibers (EDF or EYDF) with cerium was demonstrated and
patented by iXBlue Photonics [314]. Adding cerium to the
fiber core does not modify the spectroscopic properties of
erbium and ytterbium ions [315], or the EDFA performance,
but strongly improves the fiber and EYDFA radiation
resistance [310]. This can be explained by the positive
impact of Ce3+ ions on the POHC and P1 defects, which are
less efficiently produced in the presence of this element [83].
The positive impact of Ce-codoping on the radiation hardness
of bulk optical materials has been known for years [316, 317]
and exploited to manufacture radiation hardened glasses for
optical space systems. This is also the case for Er-doped
optical fibers and EDFA, even though the positive Ce impact
seems less important than in the Er-Yb case from the
published results [309]. The data of figure 25(a) shows that a
Ce-doped EDF allows an EDFA to be built with a better
radiation response than the nanoparticle EDF, with the gain
decrease limited to 10% after 500 Gy. Figure 25(b) shows the
strong positive impact of the Ce-codoping of the EYDF on
the EYDFA performance. For this optimized EYDFA, the
gain decrease is less than 5% after 500 Gy of γ-rays, whereas
it reaches about 35% with a conventional EYDF [310].

In addition to these techniques, several authors have
demonstrated that if the active fiber contains hydrogen in its

core, its radiation resistance and the corresponding EDFA or
EYDFA is strongly increased [87, 218, 310, 318], with almost
the complete bleaching of the Al and P-related absorption. By
combining the two mitigation solutions (Ce-codoping and
H2-loading), it was demonstrated that both EDFA [218] and
EYDFA [310] become very radiation resistant at high doses,
exceeding those expected for future challenging space
missions. This is also illustrated in figure 25 for the EDFA
and EYDFA: the systems using gas-loaded fibers present
almost no degradation of their gains (less than a few %) after
a 500 Gy dose.

One of the difficulties with the practical use of an active
fiber loaded with gas is that this gas will easily diffuse out of
the fiber core at RT in a conventional fiber structure. Another
challenge is that if the gas concentration is too high, the
amplification properties of the active fiber are affected too,
with a decrease of the achievable gain for the EDFA or
EYDFA [144]. One solution for keeping the gas inside the
fiber is to use a waveguide with a carbon layer of a few tens of
nanometers between the fiber cladding and its coating [318].
Mobile hydrogen cannot go through this layer in normal
conditions, but the loading of this carbon-coated fiber with
hydrogen remains possible at elevated temperatures [319].
This solution is interesting but the loading procedure is
complex, the amount of gas is difficult to control and usually
the performance of the fibers is degraded by high-temperature
treatment. An alternative approach was proposed in 2014
[218, 309] to overcome the observed limitation, namely
through hole-assisted carbon coated (HACC) optical fibers.
These fibers have holes in their cladding (see figure 26(a));

Figure 25. An illustration of the variety of hardening by the component solutions proposed in the literature to enhance the radiation tolerance
of EDF and EYDFs. (a) A comparison between the gain degradation measured for a variety of EDFAs based on the different generations of
EDFs; more details can be found in [309]. (b) A comparison between the gain degradation measured for a variety of EYDFAs based on
different generations of EYDFs; more details can be found in [310].
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these holes have no impact on the fiber guiding properties (in
contrast to MOFs), but allow the gas loading to have access to
one fiber end only, according to the procedure described in
figure 26(b).

Through this procedure, it is possible to control the
amount of gas and achieve the best compromise between
radiation hardness and the optical performance of the optical
system. Using this approach, an EDFA based on this HACC
fiber has been characterized under γ-ray doses up to 3.15
kGy(SiO2) in an ON configuration where the active fiber is
pumped during the whole irradiation test. The 31 dB amplifier
is practically radiation insensitive, with a gain change of
merely −2.2×10−4 dB Gy−1 [218]. The irradiation of the
same generation of EDFA with 63MeV protons up to a
fluence of 7.5×1011 p cm−2 (equivalent dose of 1 kGy)
confirms the excellent tolerance of this HACC-EDFA
component, showing the limited decrease of ∼0.6 dB of its
∼27 dB gain [309].

4.4.2. Hardening-by-system approach. Various EDFA
architectures can be realized to tune the amplifier
performance (gain, noise figure) with respect to the targeted
application requirements. For example, different pumping
schemes can be used: forward, backward, double pumping,
etc. Different pumping wavelengths can be selected (e.g. for
EDFA 980 nm or 1480 nm), and the active fiber length needs
to be optimized. All this optimization is usually performed by
simulation as the physics of light amplification and the
spectroscopy of various rare-earth ions is well-known today.
State-of-the-art tools allow the amplifier architecture to be
optimized to obtain the target performance. Recently, studies

have been initiated to implement the radiation effects in the
code in order to optimize the system, not only for in-lab
testing but rather for its operation during the space mission.
In particular, the results of the optimization process will
change by considering the radiation effects and their impact
on the system characteristics and the resulting selected
architecture will differ. The objective of such modeling is
to optimize the full system for its operation profile-of-use with
regards to the environmental constraints and not for on-
ground tests before launch.

For the radiation effect module, the RIAs at the pump
and signal wavelengths have to be considered since they are
known to greatly affect the gain. However, the impact of
radiation on rare-earth ions is less well studied and more
difficult to investigate experimentally. To identify those
parameters that could significantly modify amplifier behavior
if they evolve under irradiation, a parametric simulation study
was recently performed, varying each parameter by +/− 20%
and evaluating its impact on the gain and noise figure of the
system [90]. The outcomes of this study are that the energy
transfer coefficient from Yb3+ to Er3+ ions can influence the
EYDFA amplifier gain if the radiation changes its value by
+/− 20%, whereas the upper level lifetimes and up-
conversion coefficient are not expected to affect the amplifier
gain or noise figure [90]. At this time, two different categories
of amplifiers have been investigated through the coupled
experiment/simulation approaches.

• The first category concerns EYDFA with moderate output
power (<2W) [310]. In this case, it has been shown that
the measurements of the RIA at 915 nm and 1550 nm

Figure 26. (a) An illustration of two different HACC fiber structures manufactured by iXBlue Photonics with holes of different sizes. (b) The
principle of loading gas into these fibers; more details can be found in [218, 309]. During the first phase the gas is injected into the fiber
through the holes at one of its ends, whereas the second end is closed. The gas diffuses into the fiber up to a certain concentration. The gas
level is controlled in a second phase to ensure the best compromise between radiation hardness and amplifier gain. When the targeted amount
is achieved, the fiber is spliced, and the out-diffusion kinetics of the gas at room temperature is decreased by a factor of more than 100,
allowing the presence of hydrogen to be guaranteed during the lifetime of a space mission.
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through a classical measurement setup (white light
source+spectrophotometer, PMIN configuration of
figure 27) can be used as input parameters in the
simulation tools and allow the observed EYDFA gain
decrease under irradiation to be reproduced with good
confidence. As a consequence, it was deduced that for
such ErYb doped fibers, the photobleaching effects are
negligible, as it was assumed by the limited gain recovery
at the end of the γ-ray exposure and that all other
radiation effects (on RE ions, etc) can be neglected at the
first order. It should be noted that the modeling becomes
more complex for high-power EYDFA (>10W), for
which combined photo and thermal issues will affect the
RIA levels and kinetics.

• The second category concerns EDFA with output power
on the order of 1W. In this case, a recent work [144]
reveals that a more complex approach has to be followed
to evaluate the RIA levels at the pump (980 nm) and
signal (1550 nm) wavelengths in order to reproduce the
experimentally observed degradation of their gains with
the dose. This is explained by the fact that for such optical
fibers, there is a strong pump photobleaching effect on the
RIA at both the pump and signal wavelengths and with

the PMIN configuration; the RIA levels are overestimated
compared to those occurring in the pumped fiber of the
EDFA. To reduce the error, the RIA measurements have
to be done in conditions representative of the application.
Today, the best solution (configuration PMAX) consists
of pumping the fiber 80% of the time while the 20%
remaining is used to measure the RIA values in a passive
mode. In the figure we illustrate the different dose
dependences of the RIA at 980 nm and 1550 nm
measured with the two configurations: PMAX and PMIN.
In the PMAX mode, the induced losses at 980 nm are
reduced from 10 dBm−1 at 3.5 kGy (350 krad; PMIN
down) to less than 6 dB m–1, while at 1550 nm, the losses
decrease from 3.5 dBm−1 to about 1 dBm−1. Consider-
ing these new values for the RIA in the codes, it can be
seen that the gain degradation is more efficiently
reproduced, almost perfectly for the EDFA based on a
COTS fiber. The error is larger for the EDFA based on the
rad-hard fiber, especially at higher doses, and it is
assumed that this is due to the fact that even if the PMAX
configuration allows the positive impact of photobleach-
ing to be better taken into account, its impact remains
underestimated due to the 20% of time when the active

Figure 27. (a) An illustration of the RIA measurement setup allowing RIA levels to be obtained at the pump and signal wavelengths in the
PMAX and PMIN configurations. (b) An illustration of the modeled architecture of EDFA and the considered model for the erbium ion
spectroscopy. (c) A comparison between experimental and modeled EDFA gain degradations with a dose when rad-hard and COTS fibers
are used.
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fiber is not pumped. From these results, it clearly appears
that for future missions, a model of the RIA dependence
on dose and on injected power will have to be built to
design prediction tools able to cover the variety of
mission profiles in use.

4.5. Gyroscopes: recent advances

Four main mitigation strategies are followed to overcome
radiation issues in commercial space FOGs. The first one
remains the design of the targeted mission: adapting the orbit
and optimizing the FOG localization inside the spacecraft are
efficient mitigation mechanisms but are out of the scope of
this topical review. Another way to decrease the radiation
constraints is shielding (as discussed in section 1.2). Com-
mercial FOGs indeed possess internal metallic shielding
designed to decrease the level of TID dose on their sub-parts
identified as the most radiation sensitive. Obviously, as
inferred from the results and discussion presented in
section 3.4, the third and most important mitigation approach
consists of the identification and use of radiation-resistant
optical fibers for both the optical source (REDFs) and for
Sagnac’s coil (PSC PMF) [320, 321]. Another less-studied
phenomenon to reduce the radiation impact is the photo-
bleaching effect, which is partially able to recover the RIA in
the FOG REDF and PMF fibers. This positive effect,

combined with low dose rate steady state irradiation and
space temperature constraints, remains difficult to quantify in
orbit, and its relative impact is also strongly fiber-dependent,
so its contribution to the FOG response remains subject to
speculation [322].

By combining all these approaches, it is possible to obtain
high-performance FOGs able to operate in space. This is well
demonstrated today by the recent data analysis of the ageing of
several real in-orbit commercial FOGs of the Astrix® family.
The analysis of this huge amount of in-flight data first reveals no
anomaly over 1720 000 h of operation, and second shows no
detectable impact of the RIA on the performance of radiation-
hardened space FOGs after several years of navigation at LEO,
MEO and GEO orbits [322]. These Astrix® FOGs cover a
variety of space mission profiles (see figure 28) and have pre-
sented excellent results with very limited system degradation in
terms of scale factor and noise, which is easily mitigated in-
flight. An important outcome of this in-flight data, which is
discussed in detail in [322], is that the degradation predictions
that have been extrapolated from on-ground radiation tests lead
to an overestimation of the observed changes in space. To the
best of our current knowledge, this may be explained by the
positive impact of the lower dose rate in space than during in-lab
tests, and also because continuous in-orbit optical photobleach-
ing is more efficient than expected in real conditions (varying
temperature, etc). More studies on these effects will have to be

Figure 28. Astrix® fiber optic gyro space fleet (last update: 01/24/18). Image created by Airbus for this article. Used with permission.
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performed in the future to understand more precisely the basic
mechanisms at stake.

5. Conclusions and perspectives

In this article, we review the main fiber-related technologies
that are being used today or are under evaluation for inte-
gration in the harsh environments associated with low to
extremely high levels of ionizing or nonionizing radiation.
After describing the operation principles of the main tech-
nologies, we described the radiation response for each one,
and if needed, the identified solutions to enhance its radiation
tolerance. Generally, for a large amount of the targeted
applications, optical fibers and fiber sensors (OFSs) present
key advantages, and even if they are not immune to radiation,
adequate solutions for each application can be found using
either commercial telecom-grade fibers or commercially
available radiation-hardened optical fibers. Considering the
numerous intrinsic and extrinsic parameters affecting the fiber
radiation response, it remains mandatory, before the imple-
mentation of fiber-based solutions, to evaluate their vulner-
ability with respect to the environmental constraints:
radiation, the presence of gas, high operation temperature.
Today, the response of an optical fiber or OFS remains too
complex to be predictable by multi-scale simulation, and even
if recent progress has been made on the atomic scale [323],
accelerated radiation test experiments are still mandatory,
sometimes with facilities covering only partially the char-
acteristics of future environments (e.g. for megajoule-class
lasers). Considering the increasing interest of industries in
radiation-tolerant optical fibers, mitigation techniques (or
radiation hardening techniques) of the radiation effects,
mainly radiation-induced attenuation (RIA), have been
developed. In particular, for space applications, very pro-
mising developments have been demonstrated, allowing
radiation tolerant rare-earth-doped optical fibers, EDFA and
EYDFA to be conceived for today’s space missions. For
future missions, such as JUICE missions, higher dose levels
and larger operation temperature ranges are expected, pushing
the development and qualification of even more radiation-
tolerant devices and systems. In the future, driven by
increasing free space optical communication needs, studies
will also have to be performed on combined radiation and
thermal effects in high-power fiber-based amplifiers (>10W).
In recent years, distributed OFS performance has strongly
increased, making these sensors very attractive candidates for
integration in nuclear facilities, high-energy physics facilities
(CERN) or fusion-related facilities (ITER, NIF, LMJ). For
these on-Earth applications, recent studies show that most of
these sensors can operate in radiation-rich environments, even
if for some of them, such as RDTS, specific mitigation
techniques have to be applied at the system level to ensure
measurement precision. Before these technologies can be
used in satellites, progress is necessary on the integration and
radiation hardening of the interrogation parts of these sensors.

This should be facilitated in the next year by the increasing
performance of integrated photonic technologies such as
ASPICSs. As fiber-based applications are implemented in
radiation environments more and more, future studies will
also have to be devoted to establishing new guidelines and
qualification procedures, considering the new generation of
optical fibers and the diversity of fiber-related applications, to
complete the existing reference documents [226].
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